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USE WITH 2006 STANDARDS.

Use with 51-560 when proprietary sound wall systems are allowed as alternatives to the State's design shown on the plans.  CHECK WITH DESIGN.
1.  Use for sound wall locations outside the recovery zone (away from traffic). Delete "Except for sound walls on barrier," if there are no sound walls on barriers.  Delete sound wall systems not suitable for the sound wall location.
Except for sound walls on barriers, the alternative sound wall system must be one of the systems shown in the following table:
	Proprietary Sound Wall System
	Web Site

	Carsonite Sound Barrier
	www.carsonite.com



	Centria – Eco Sound Barrier Versawall
	www.ecosoundbarrier.com

	Paraglas Soundstop Ready-Fit Noise Barrier Panel
	www.paraglassoundstop.com

	Paraglas Soundstop Masonry Wall System
	www.paraglassoundstop.com

	Paraglas Soundstop TL4 System
	www.paraglassoundstop.com



	Plywall
	www.plywall.com


	Polyblock
	www.lexiconbuildingsystems.com


	Port-O-Wall Systems Acoustical
	www.port-o-wall.com



	Port-O-Wall Systems Sound Wall
	www.port-o-wall.com



	Quilite Noise Barrier
	www.quilite.com/highway.html



	Sound Fighter LSE Noise Barrier
	www.soundfighter.com



	Soundsorb Durable Acoustic Soundwall
	www.soundsorb.com


2. Use for sound walls on barriers.  Delete "Except for sound walls on bridge barrier," if there are no sound walls on bridge barriers.  Delete sound wall systems not suitable for the sound wall location.
Except for sound walls on bridge barriers, the alternative sound wall system for use on barriers must be one of the systems shown in the following table:

	Proprietary Sound Wall System
	Web Site

	Paraglas Soundstop TL4 System
	www.paraglassoundstop.com



	Port-O-Wall Systems Acoustical
	www.port-o-wall.com



	Port-O-Wall Systems Sound Wall
	www.port-o-wall.com




3. Use for sound walls on bridge barriers.
The alternative sound wall system for use on bridge barriers must the system shown in the following table:

	Proprietary Sound Wall System
	Web Site

	Paraglas Soundstop TL4 System
	www.paraglassoundstop.com




4
The alternative sound wall systems were selected from the Pre-Qualified Products List for noise barrier systems and were limited to those systems determined to have characteristics suitable for the Contract.

5
Only one type of sound wall system shall be used at any single wall location.

6
The list of prequalified sound wall systems has been developed from data previously furnished by suppliers or manufacturers of each system.  Approval of additional sound wall systems is contingent on the system meeting the full range of parameters for which prequalification is required.  The prequalification requirements can be obtained by contacting the Transportation Laboratory.

7
If the Contractor elects to construct one of the acceptable alternative sound wall systems, the structure shall be constructed to the lines and grades shown on the plans, except that the alternative sound wall may have a height greater than that shown on the plans.  The construction shall conform to the details shown on the approved working drawings, approved proprietary system details, and these special provisions.

8
WORKING DRAWINGS

If the Contractor elects to use an alternative sound wall system from the vendors listed above, the Contractor shall submit complete project specific working drawings for each installation of the system to the Office of Structure Design (OSD) in conformance with the provisions in Section 5-1.02, "Plans and Working Drawings," of the Standard Specifications and these special provisions.  For initial review, 4 sets of drawings shall be submitted.  After review between 6 and 12 sets, as requested by the Engineer, shall be submitted to OSD for final approval and use during construction.

9
Working drawings for alternative sound wall systems shall be 11" x 17" in size, and each drawing and calculation sheet shall include the State assigned designations for the contract number, full name of the structure as shown on the contract plans, and District-County-Route-Post Mile.  The design firm's name, address, and telephone and fax numbers shall be shown on the working drawings.  Each sheet shall be numbered in the lower right hand corner and shall contain a blank space in the upper right hand corner for future contract sheet numbers.

10
Working drawings for alternative sound wall systems shall contain all information required for the proper construction of the system at each location.  The working drawings shall include design parameters, material notes, and wall construction procedures and shall be accompanied with calculations.  The working drawings and calculations shall be stamped and signed by an engineer who is registered as a Civil Engineer in the State of California.

11
The Contractor shall allow the Engineer 4 weeks to review the drawings after a complete set has been received.  In the event the Engineer fails to complete the review within the time allowed, and if, in the opinion of the Engineer, completion of the work is delayed or interfered with by reason of the Engineer's delay in completing the review, the Contractor will be compensated for any resulting loss, and an extension of time will be granted, in the same manner as provided for in Section 8-1.09, "Right of Way Delays," of the Standard Specifications.

12
Unless otherwise specified, at the completion of each structure for which working drawings were submitted, the Contractor shall submit to the Engineer one set of corrected as-built prints 11" x 17" in size and on 20-pound (minimum) bond paper, showing as built conditions.  As-built drawings that are common to more than one structure shall be submitted for each structure.
