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	S1-020H
	A08-05-11
	Amendments to the May 2006 Standards Specifications
	This revision includes changes to parallel the 2010s. This changes are to the following sections:

1.  Section 40 changes include revisions to tie bar and dowel bars requirements and ASTM revision for nonvolatile content.
2.  Section 51 for the special location section for falsework, adding coil rod for attaching timber falsework members to bents over railroads and a table for falsework clearances.
3.  Section 55 for the structural steel materials table

4.  Section 90.  Various changes throughout.

	S4-003
	A08-05-11
	Section 4. Beginning of Work, Time of Completion, And Liquidated Damages
	Parallel 2010 specs for a delayed start.

	S8-C02
	A08-05-11
	Portland Cement Concrete
	Clarified the definition of "F."  Clarified par. 5 for the variable "UF" when using rice hull ash.

	S8-C04
	A08-05-11
	Corrosion Control for Portland Cement Concrete
	In par. 1, added the exception that the SCM content requirements in Section 90-2.01C are not intended to apply to concrete in a corrosive environment.

	S8-C05
	B08-05-11
	Freezing Condition Requirements
	Added clarification that air-entraining admixture is not required in rapid strength concrete that does not contain portland cement. Revised the definition of "FB."  Revised the definition of "F."

	S8-C06
	B08-05-11
	Rapid Strength Concrete for Structures
	Revised the definition of rapid strength concrete so that it is consistent for both structures and pavement.  In par. 25, corrected the value for weight of water for structures.  In par. 27, corrected the recalibration frequency for structures. In par. 39, changed losses to variance of the required quantity.  Added measurement and payment.

	S8-C07
	C08-05-11
	Cementitious Material and Air Content
	This SSP is cancelled.  The requirements from this SSP are now covered in Section 90 and 83.

	S8-C20
	A08-05-11
	Self-Consolidating Concrete for Precast Elements
	Added new paragraph to clarify that SCC may only be used where specified.  Added instructions that mock-ups are used as indicated in the Memo to Specification Engineer.  Updated the table titled "SCC Mix Design Requirements" for visual stability index and compressive strength. Added ASTM reference for determining slump and VSI.

	07-346
	A08-05-11
	Construction Site Management
	Revised to make the technical content the same as the 2010 Standard Specifications.  Revisions include:  Hazardous material requirements from 2010 section 14,  updated street sweeping requirements, new and improved instructions, organization, style, and format.

	07-347
	A08-05-11
	Temporary Active Treatment System
	Revised to make the technical content the same as the 2010 standard specifications.  Revisions include:  Description of required permit, new submittal requirements, system requirements, construction procedures, monitoring requirements, and new and improved instructions, organization, style, and format.

	07-360
	A08-05-11
	Street Sweeping
	Revised to make the technical content the same as the 2010 Standard Specifications.  Common street sweeping requirements were moved to SSP 07-346 "Construction Site Management."  Revisions include: Updated street sweeping requirements, and new and improved instructions, organization, style, and format.

	07-432
	A08-05-11
	Temporary Reinforced Silt Fence
	Specifications for high visibility fabric were updated.  Replaced table for silt fence fabric with parallel table from the 2010 specifications.

	07-446
	A08-05-11
	Temporary Fence (Type ESA)
	The specifications for high visibility fabric were updated.

	15-140
	A08-05-11
	Destroy Wells
	Revised to parallel the 2010 standards.  Title changed from "Abandon Well" to "Destroy Wells" to be consistent with current regulations.  Various other updates.

	15-305
	A08-05-11
	Residue Containing High Lead Concentration Paints
	Revised to parallel the 2010 standards.  Clarified instructions.  Added 'thermoplastic" to the title.  Added list so that locations for grinding and cold planing can be edited.  Added pay clause for clarification.

	15-523
	A08-05-11
	Concrete Invert Paving
	Revised to parallel the 2010 standards.  The instructions have been clarified and that the material requirements for concrete have been corrected.

	15-860
	B08-05-11
	Access Opening, Soffit
	Revised to parallel the 2010 standards. Modified sawcut depth to 1 inch.

	15-876
	B08-05-11
	Remove Concrete Deck Surface
	Revised to parallel the 2010 standards.  Added provision to allow water jetting equipment using oscillating jets.

	15-880
	B08-05-11
	Prepare Concrete Bridge Deck Surface
	Revised to parallel the 2010 standards.  Deleted provision for removing deck surface by milling or water jetting.

	19-720
	A08-05-11
	Shoulder Backing
	This revision updates the Web site address in the lead instructions for the shoulder backing guidance and updates the measurement and payment clauses to use bid item description as "shoulder backing" instead of "imported borrow (shoulder backing)."

	19-760
	A08-05-11
	Subgrade Enhancement Geotextile
	This revisions updates the Web site address in the lead instructions to the design guidance.

	20-080
	A08-05-11
	Rock Blanket
	Revised to parallel the 2010 standards.  Removed the exception of not needing the pest control advisor's recommendation for soil sterilant.  Added a requirement for maximum separation between adjacent rock surfaces.

	20-354
	A08-05-11
	Decomposed Granite (Miscellaneous Areas)
	Revised to parallel the 2010 standards.  Removed the exception of not needing the pest control advisor's recommendation for soil sterilant.

	20-430
	A08-05-11
	Pesticides
	Minor corrections changing plural references to singular

	20-625
	A08-05-11
	Irrigation Controller Enclosure Cabinet
	Changed metric unit in para 14 to english units.

	49-208
	B08-05-11
	Driving System Submittal
	Revised allowable stress in steel piles from 95% to 90%, required analysis to include a follower if a follower is used, and other minor changes.  Formerly Bridge Reference Specification 49HAMR.

	49-310
	B08-05-11
	Cast-In-Drilled-Hole Concrete Piles
	Deleted the anomaly deduction formula and replaced it with a table, added a requirement for a preconstruction meeting, revised review times for piles with anomalies, and made other minor changes.

	49-311
	A08-05-11
	Mineral Slurry
	Changed slurry name from "Novagel" to "Novagel or Terragel."

	49-350
	B08-05-11
	Steel Pipe Piling
	Revised pipe marking requirement and made other minor changes.

	49-370
	B08-05-11
	Steel Soldier Piling
	This specification was formerly Bridge Reference Specification 49PSOL.

	49-400
	B08-05-11
	Measurement and Payment (Piling)
	Revised payment clauses for CIDH piling so that one payment clause covers both CIDH piling and CIDH piling (rock socket).

	49-450
	B08-05-11
	Drilled Holes
	Deleted sentence not allowing drilling mud and chemical stabilizers.

	50-550
	B08-05-11
	Prestressing Steel Girders
	Attachments to existing girders are now furnished and paid for only as structural steel.

	51-330
	B08-05-11
	Lightweight Concrete
	Added missing step in the procedure for determining air dry unit weight.  Corrected format of ASTM reference.  Changed "cementitious material factor" to "cementitious material content" in par. 19 to be consistent with use of them "cementitious material."

	51-480
	B08-05-11
	Precast Prestressed Concrete Bridge Members 
	Changed the finishing requirements for the top surface of precast girders.  This change is similar to the 2006 amendment for the horizontal construction joint at the top surface of cast-in-place girders.

	51-551
	B08-05-11
	Structure Approach Slabs (Type EQ)
	Inserted specifications for the plastic pipe.  The specifications were previously deleted in error.

	51-635
	B08-05-11
	Core and Pressure Grout Dowels
	Revised to parallel the 2010 standards.  Updated section reference for water for coring activities.

	51-700
	B08-05-11
	Polyester Concrete Expansion Dam
	Revised to parallel the 2010 standards.  Deleted requirements for dowel placement before placing polyester concrete

	51-770
	B08-05-11
	Joint Seal Assemblies (Maximum Movement Rating, 100 mm)
	Revised the design requirements for the alternative joint seal assembly to LRFD.  Added requirements for the anchorage components.

	51-790
	B08-05-11
	Joint Seal Assemblies (Movement Rating Exceeding 4 inches)
	Revised the design requirements for the alternative joint seal assembly to LRFD.  Added requirements for the anchorage components.

	51-804
	B08-05-11
	Epoxy Crack Injection
	Revised to parallel the 2010 standards and deleted extraneous formatting marks.

	51-806
	B08-05-11
	Polyester Concrete Overlay
	Revised to parallel the 2010 standards.  Update to public safety plan requirements, other minor changes for clarity.

	51-890
	B08-05-11
	Architectural Surface (Textured Concrete)
	Revised the requirements for form liners and referee samples.  This SSP was Bridge Reference Specification 51TEXT.

	54-130
	B08-05-11
	Bridge Deck Methacrylate Resin Treatment
	Revised to parallel the 2010 standards.  Update to public safety plan requirements, deleted resin gel time requirements.

	55-500
	B08-05-11
	Steel Structures
	Minor revisions.  Changed reference from Federal Standard TT S 230 type II to ASTM C 920

	55-501
	B08-05-11
	no title
	Testing of galvanized pipe is no longer performed.

	55-600
	B08-05-11
	Column Casing
	New SSP from bridge reference spec.

	56-010
	B08-05-11
	Sign Structures
	Clarified that the 60 percent penetration seam weld requirement is for tapered tubular members.  Corrected the thickness in the NDT table for when UT or MT is required.

	56-100
	B08-05-11
	Clean And Paint Sign Structures
	Required submittal for Type II organic zinc as for Type I.

	59-500
	B08-05-11
	Clean and Paint Structural Steel
	Revised to parallel the 2010 standards.

	59-520
	B08-05-11
	Clean And Paint Structural Steel
	Revised to parallel the 2010 standards.

	59-560
	B08-05-11
	Clean and Paint Existing Structural Steel 
	Revised to parallel the 2010 standards.

	59-600
	B08-05-11
	Clean and Paint Steel Piling
	Revised to parallel the 2010 standards.

	59-790
	B08-05-11
	Clean and Pain Joint Seal Assemblies...  PTFE Bearings   ...Restrainer Units (Bar Type)
	Revised to parallel the 2010 standards.

	59-800
	B08-05-11
	Prepare and Paint Concrete Surfaces
	Revised to parallel the 2010 standards.

	59-805
	B08-05-11
	Prepare and Stain Concrete
	Revised to parallel the 2010 standards.

	59-810
	B08-05-11
	Anti-graffiti coating
	Revised to parallel the 2010 standards.

	83-460
	B08-05-11
	Concrete Barrier
	Added paragraph for barriers in District 11, except when in Climate Area III.  This paragraph specifies 630 lbs of cementitious material per cu yd and air entrainment.


