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13-5.02C  Mulch
Temporary mulch must comply with section 20-7.02D(6).5.03E.

13-5.03C  Temporary Mulch
Apply temporary mulch under section 20-7.03I(10).5.03E(3).
If rates are not shown, spread mulch to a uniform thickness to form a 2-inch thick blanket.


This section was incorporated into section 20.
15-1.03D  Highway Irrigation FacilitiesReserved
Underground irrigation facilities are either shown or marked by the Engineer. If underground irrigation facilities are not shown or marked by the Engineer and you damage them, the repair or replacement is change order work.
Maintain the existing water supply under section 20-3.03B(3).


This section was incorporated into section 20.
15-2.09D  Relocate Irrigation FacilitiesReserved
Relocating irrigation facilities includes relocating valves, wye strainers, sprinklers, pull boxes, backflow preventer assemblies, irrigation controllers, and other facilities shown.
Valves and wye strainers include valve boxes and valve box covers. Install relocated valve boxes with new woven-wire cloth and gravel or crushed rock bedding as shown.
Sprinklers include risers, riser supports, check valves, and concrete protectors as shown.
Pull boxes include pull box covers. Install relocated pull boxes with new woven cloth and crushed rock bedding as shown for valve box installations.
Backflow preventer assemblies include backflow preventers, wye strainers, gate valves, unions, fittings, concrete pads, thrust blocks, pipe supports, backflow preventer assembly enclosures, and backflow preventer assembly blankets.
Install galvanized steel or copper pipe supply lines and fittings to the water meters or points of connections as shown.
Irrigation controllers include, controller enclosures, controller enclosure cabinets, concrete pads, anchor bolts, and electrical conduits. Electrical conduits include control conductors, neutral conductors, and electrical power conductors. Conduits for control and neutral conductors and electrical power conductors must terminate in separate new or relocated pull boxes located within 5 feet of the new concrete pads.
Where relocating 120-volt electrical power for irrigation facilities, comply with section 86-2.11B.
Irrigation facilities to be relocated and that are determined unsuitable by the Engineer must be replaced under section 15-2.04A.
After irrigation facilities have been relocated, demonstrate in the presence of the Engineer that the relocated facilities function properly.

[bookmark: _Toc263681777][bookmark: _Toc277833444][bookmark: _Toc277842796]16-1.01  GENERAL
Section 16 includes specifications for clearing and grubbing.
Clearing and grubbing consists of removing objectionable material from within the highway, bridge construction areas, road approaches, material sites within the right-of-way, areas through which ditches and channels are to be excavated, and other specified areas.
Work specified in section 20-3.03B(4)2.02C(2) must be completed before clearing and grubbing.

16-1.03B  Clearing
Clear the area above original ground of all objectionable material including trees, vines, logs, upturned stumps, downed trees, plants, brush, grass, weeds, concrete, and masonry.
Cut tree branches that extend over the roadway and hang within 20 feet of finished grade. Cut off branches close to the trunk under section 20-1.03D3.01C(3). Cut other branches to give each tree a balanced appearance.
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Section 19-1 includes general specifications for performing earthwork activities including:
1.	Excavating
2.	Excavating and replacing unsuitable material
3.	Removing slides and slipouts
4.	Preparing basement material
5.	Constructing embankments and shoulder backing
6.	Backfilling
7.	Grading

Work specified in section 20-3.03B(4)2.02C(2) must be completed before starting earthwork activities.

21-1.02H  Fertilizer
Fertilizer must comply with the material specifications for fertilizer in section 20-7.02D(1).3.01B(4).

