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section 20-2.11. Use for valves if:
1. Ball valve must be PVC
2. Filter cartridge type is diferent form the standard
3. Factory set pressure for pressure relief valves must be specified
4. Selecting a specific material for the remote control valve
5. Valve is to be used with recycled water

1. Use if the ball valve must be PVC instead of brass or bronze.
Replace the 1st paragraph in section 20-2.11B(2) of the RSS for section 20 with:
Ball valve must be PVC or chlorinated PVC and must comply with the requirements shown in the following table:
	Property
	Requirements

	Nonshock working pressure for 3/4 to 4 inch valves, min
	235 psi

	Nonshock working pressure for 6 inch valves, min
	150 psi

	Seats
	PTFE

	O-ring seals
	EPDMa or Viton

	aEPDM means ethylene propylene diene monomer.




Pars. 2–3. Use to select filter cartridge type.
2. Use if the filter cartridge mesh size differs from the standard 200. Enter the mesh size.
Replace "200" in item 2.2 in the list in the 1st paragraph of section 20-2.11B(3) of the RSS for section 20 with:
_____

3. Use if stainless steel filter cartridges are not required. Delete par. 2.
Replace item 2.2 in the list in the 1st paragraph of section 20-2.11B(3) of the RSS for section 20 with:
2.2.	Reusable cylindrical threaded plastic rings attached to one another to form a filter with a 140 mesh size filtration


4. Use to specify the factory set pressure for pressure relief valves.
Add to section 20-2.11B(7) of the RSS for section 20:
Pressure relief valves must be factory set at __ psi.
5. Use to select a specific material for the remote control valve.
Replace item 2 in the list in the 1st paragraph in section 20-2.11B(9)(a) of the RSS for section 20 with:
2.	Be____________


6. Use if valve is to be used with recycled water. Edit if necessary.
Add to the list in 1st paragraph of section 20-2.11B(9)(a) of the RSS for section 20:
10.	Be equipped with a self-flushing feature for recycled water. Valves must not have external tubing.

