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Section 15-2.06B. Use if water or monitoring wells must be destroyed.
Do not use the term "abandon" well.

Replace section 15-2.06B with:
15-2.06B  Destroy Wells
15-2.06B(1)  General
15-2.06B(1)(a)  Summary
1. Insert name of county.
Destroying wells must comply with:
1.	Regulations of ________ County
2.	Water Well Standards, Bulletin 74-81
3.	Water Well Standards, Bulletin 74-90
4.	Water Code, §§ 13750.5–13753

2
Destroy wells after clearing and grubbing and before starting earthwork.
3
Where pumping equipment is present, remove the pump, motor, discharge piping, well cap, and appurtenances. Remove concrete at the wellhead.
15-2.06B(1)(b)  Submittals
4. Insert name of county.
Obtain a well permit from ______ County. Before starting the affected work, submit the permit under section 5-1.23C.
5
Per the instructions from the California Department of Water Resources, submit the Well Completion Report form. After completion of the work and before Contract acceptance, submit a copy of your well completion report under section 5-1.23C.
15-2.06B(2)  Materials
6. Insert name of county.
Unless otherwise required by ___County, sealing materials must be either of the following:
1.	Neat cement consisting of:
1.1.	94 lb of cement
1.2.	Not more than 6 gal of clean water
1.3.	Up to 6 percent by weight of bentonite
1.4.	2 percent by weight of calcium chloride
2.	Bentonite clay

7
Do not use drilling mud.
15-2.06B(3)  Construction
8
If the Engineer orders the removal of surface obstructions or materials that would interfere with destroying the well, this work is change order work. After completion of this work, do not allow material to enter the well that will obstruct or interfere with destroying the well.
9
Remove casing to 5 feet below grade.
10
Place sealing material such that it is placed in one continuous operation. Use methods that prevent jamming, bridging, free fall, or dilution. Do not allow separation of the aggregate and cement.
11
Completely fill the well with sealing material such that the sealing material spills over the casing.
12
At the time of placement, verify that the combined volume of sealing material is at least equal to the volume of the empty well.
13
Do not disturb the well for 48 hours after placing the sealing material.
14. Edit type of backfill to match the material around the well. Require paving if necessary.
Fill depressions around the well with native material and compact to finish grade. Native material must not contain organic matter.
15-2.06B(4)  Payment
15
Not Used
