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Section 16-1.03D. Use if vegetation may be disposed of in embankment areas and there is a bid item for clearing and grubbing.

Replace section 16-1.03D with:
1
You may place vegetation in embankment areas. Comply with Section 19-6.
Pars. 2–4. Use only one of the paragraphs and delete the others.
2. Use if only Method I is permitted.
Place vegetation as specified for Method I below:
3. Use if only Method II is permitted.
Place vegetation as specified for Method II below:
4. Use if either Method I or Method II is permitted.
Place vegetation as specified for Method I or II below:
Method I:
1.	Place vegetation outside of the 1:1 inclined plane sloping out and down from the outside edge of the shoulder of the planned roadbed. Do not place vegetation within 5 feet of the finished slope line measured normal to the slope.
2.	Mix brush and debris with at least 50 percent earth. Place the mixture in uniform layers.
3.	Do not use vegetation material where it will interfere with planned work.

Method II:
1.	Place vegetation at least:
1.1.	15 feet beneath the grading plane.
1.2.	10 feet from the surface of any embankment slope.
1.3.	6 feet horizontally from and not beneath any planned structure including abutments, walls, footings, foundations, piles, drainage structures, and utility installations.
2.	Chip brush, grass, weeds, slash, and limbs or logs under 4 inches in diameter. Place chips on the completed embankment slopes and mix with the underlying earth so that the vegetation will not support combustion.

5. Use if there are areas where vegetation must not be buried. Show such locations on the plans where buried vegetation is prohibited due to fluctuating moisture content of the embankment.
Regardless of the method used, do not bury vegetation in areas where less than 10 percent of the embankment material passes a no. 200 sieve or in areas where the plans prohibit burying vegetation. Separate downed trees into stumps and logs. Trim stump roots to within 2 feet of the trunk, place the trunks vertically in the embankment, and space them so that compaction equipment can readily pass between them. Lay logs and trimmed branches parallel to each other and at least 1 foot apart. Cover each single layer of stumps, logs, and branches with at least 3 feet of compacted embankment material.
