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Section 37-2.03. Use for polymer modified asphaltic emulsion chip seal
1. Use to specify a double polymer modified asphaltic emulsion chip seal.
Add to section 37-2.03A(1) of the RSS for section 37:
A double polymer modified asphaltic emulsion seal coat must be applied. 

 2. Insert the grade of the polymer modified asphaltic emulsion. Choose from PMRS2, PMRS2h, PMCRS2, or PMCRS2h.
Replace the 1st sentence of the 2nd paragraph in section 37-2.03B(2) of the RSS for section 37 with:
Polymer modified asphaltic emulsion for polymer modified asphaltic emulsion chip seal must be Grade ________.

3–4. Use to specify the aggregate gradation.
Add to the end of section 37-2.03B(3) of the RSS for section 37:
3. Use to specify aggregate gradation for a single application of polymer modified asphaltic emulsion chip seal.
Aggregate for polymer modified asphaltic emulsion chip seal must comply with the _______ gradation.
4. Use if a double asphaltic emulsion chip seal is specified. Select aggregate gradation for 1st and 2nd application of double polymer modified asphaltic emulsion chip seal.
Aggregate for double polymer modified asphaltic emulsion chip seal must comply with the _______ gradation for 1st application and _______ gradation for the 2nd application

