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Section 39-1.03K. Use for rumble strips in new or existing material.
Variations in width and location of rumble strips, including centerlines, require a recommendation from the Traffic Safety Research Branch. Centerline rumble strips, if recommended, should use a nonstandard bid item code.
Edit for rumble strips in existing asphalt concrete (i.e., use the term "existing asphalt concrete")

Replace section 39-1.03K of the RSS for section 39 with:
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Construct rumble strips in the top layer of HMA and existing asphalt concrete surfacing by ground-in methods.
Select the method and equipment for constructing ground-in indentations.
Do not construct rumble strips:
1.	On structures, approach slabs, or concrete weigh-in-motion slabs
2.	At intersections
3.	Bordering two-way left turn lanes, within intersections, driveways, or other high-volume turning areas
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Construct rumble strips within 2 inches of the specified alignment. The grinding equipment must be equipped with a sighting device enabling the operator to maintain the rumble strip alignment.
Indentations must comply with the dimensions shown and not vary more than:
1.	10 percent in length
2.	0.06 inch in depth
3.	10 percent in width
4.	1 inch in center-to-center spacing between rumble strips

Break rumble strips before and after intersections, driveways, railroad crossing, freeway gore areas, and freeway ramps. Place breaks and break distances as shown. The need for breaks and the break distances may be assessed and adjusted as needed at low volume driveways or other locations if authorized by the engineer.
The Engineer orders grinding or removal and replacement of noncompliant rumble strips to bring them within specified tolerances. Ground surface areas must be neat and uniform in appearance.
The grinding equipment must be equipped with a vacuum attachment to remove residue from the roadbed.
Dispose of removed material.
On ground areas, apply fog seal coat under section 37-4.02.
Rumble strip is measured by the station along the length of the rumble strip without deductions for gaps between indentations.

