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Section 49-3.02C(6). Use for Type II CIDH piling if (1) an optional construction joint is shown, (2) Geotechnical Services requires corrugated metal pipe for the casing, (3) Geotechnical Services allows the use of slurry cement backfill to backfill the casing, or (4) Geotechnical Services restricts the method of casing installation.

1. Use if an optional construction joint is shown.
Replace the 1st paragraph of the RSS for section 49-3.02C(6) with:
Section 49-3.02C(6) applies to CIDH concrete piles where an optional construction joint is shown and you choose to construct the optional construction joint.

Replace item 5 in the list in the 2nd paragraph of RSS for section 49-3.02C(6) with:
2. Use when corrugated metal pipe is required. Delete pars. 3 & 4.
5.	Be corrugated metal pipe and placed in a drilled hole. Casings placed in a drilled hole must comply with section 49-3.02C(5).

3. Use if slurry cement backfill is allowed. Add SSP 49-3.02B(7). Delete methods not allowed for the installation of the casing. Delete pars. 2 & 4.
5.	Be installed by impact or vibratory hammers, oscillators, rotators, or by placing in a drilled hole. Casings placed in a drilled hole must comply with section 49-3.02C(5) except slurry cement backfill may be used instead of grout.

4. Use if not all methods listed are allowed for the installation of the casing. Delete methods not allowed. Delete pars. 2 & 3.
5.	Be installed by impact or vibratory hammers, oscillators, rotators, or by placing in a drilled hole. Casings placed in a drilled hole must comply with section 49-3.02C(5).
