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Section 57-2.05. Use for timber retaining walls.

Replace section 57-2.05 with:
57-2.05  TIMBER RETAINING WALLS
57-2.05A  General
57-2.05A(1)  Summary
1
Section 57-2.05 includes specifications for constructing timber retaining walls.
2
Structure excavation and structure backfill must comply with section 19-3.
57-2.05A(2)  Definitions
3
Not Used
57-2.05A(3)  Submittals
4
Not Used
57-2.05A(4)  Quality Control and Assurance
5
Not Used
57-2.05B  Materials
6
Timber members must be preservative-treated Douglas fir Grade No. 2.
7
The preservative treatment must be a waterborne wood preservative, except that ammoniacal copper zinc arsenate must not be used. Use only 1 type of preservative treatment for treating timber at each installation.
8
Bolts, nuts, screws, and washers must be stainless steel and must comply with the specifications for stainless steel fasteners in section 75-1.02.
57-2.05C  Construction
9
Before placing filter fabric, the surface to receive filter fabric must be free from loose or extraneous material and sharp objects that could damage the filter fabric.
10
Align and place the filter fabric such that it is wrinkle free.
11
Overlap adjacent rolls of filter fabric by 12 inches. The preceding roll must overlap the following roll in the direction the material is being placed.
12
Replace or repair filter fabric damaged during installation. Place a piece of fabric large enough to cover the damaged area and comply with the overlap requirements.
57-2.05D  Payment
13
Not Used
