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Section 59-7. Use for stained concrete or shotcrete surfaces.

1. Use if the stained surfaces will be sealed.
Replace "stain" in the 1st paragraph of section 59-7.01A(3) of the RSS for section 59-7 with:
stain and sealer
Replace "Reserved" in section 59-7.01A(4) of the RSS for section 59-7 with:
2. Use to specify a referee sample for staining concrete or shotcrete surfaces. Edit to suit. Replace "concrete" with "shotcrete" if staining shotcrete. Consult with the Architect. Delete if par. 3 or pars. 14–16 are used.
Completed stained concrete surfaces must closely resemble the referee sample located at __________.
3. Edit to suit; delete if par. 2 or pars. 14–16 are used. Replace "concrete" with "shotcrete" if staining shotcrete.
The final color of the stained concrete must match color no. _____ of FED-STD-595.
Add to section 59-7.01B(2) of the RSS for section 59-7:
Pars. 4–5. Use if there are multiple stain colors. Edit the number of base and accent stain colors to suit. Consult with the Architect.
4
The stain must consist of 1 base stain color and at least 2 accent stain colors. The base and accent stain colors must be from the same manufacturer.
5. Use if specific base and accent stain colors are requested by the Architect. Insert the federal standard numbers. Delete pars. 14 and 16.
The base stain color must match color no. ____ of FED-STD-595 and the accent stain colors must match color nos. _____ and ____ of FED-STD-595.
6. Use if the stained surfaces will be sealed. Consult with the Architect.
Replace "Reserved" in section 59-7.01B(3) of the RSS for section 59-7 with:
Sealer must be:
1.	From the same manufacturer as that of the stain
2.	Compatible with the stain and the concrete or shotcrete surface
3.	Clear and colorless and have a matte finish when dry

7. Use if a specific color for the joint sealing compound is requested by the Architect. Insert the federal standard number. A limited color selection is available.
Replace "Reserved" in section 59-7.01B(4) of the RSS for section 59-7 with:
The color of the joint sealing compound must match color no. _____ of FED-STD-595.
Pars. 8–9. Use if the stained surfaces will be sealed. Replace "concrete" with "shotcrete" if staining shotcrete.
8
Add to section 59-7.01C(1):
Before sealing the stained concrete surface, the surface must be exposed to sunlight for at least 7 days after staining.
9
After the stained surface is authorized, prepare the surface and apply the sealer under the manufacturer's instructions. Apply the sealer uniformly with at least 2 coats or as instructed by the manufacturer.
Pars. 10–17. Use if staining textured concrete or sculpted shotcrete surfaces to simulate the appearance of natural rock. Delete if there is no textured concrete or sculpted shotcrete on the project. Replace "sculpted shotcrete" with "textured concrete" if staining textured concrete.
10. Use if experience qualifications or installation plan are not required. Insert the locations where the experience qualifications or installation plan are not required. Edit to suit. Consult with the Architect.
Replace "Reserved" in section 59-7.02A(3)(a) of the RSS for section 59-7 with:
Sections 59-7.02A(3)(b) and 59-7.02A(3)(c) do not apply for _________________.
Pars. 11–12. Use if the stained textured concrete or sculpted shotcrete will be sealed. Consult with the Architect.
11
Replace "preparing and staining" in the 2nd sentence of the 1st paragraph of section 59-7.02A(3)(c) of the RSS for section 59-7 with:
preparing, staining, and sealing
12
Add to the list in the 1st paragraph of section 59-7.02A(3)(c) of the RSS for section 59-7:
5.	Manufacturer and finish of the sealer that will be applied

Replace "Reserved" in section 59-7.02A(4)(a) of the RSS for section 59-7 with:
13. Use if contractor qualifications or preconstruction meeting are not required. Insert the locations where the contractor qualifications or preconstruction meeting are not required. Edit to suit. Consult with the Architect.
Sections 59-7.02A(4)(b) and 59-7.02A(4)(c) do not apply for _________________.
Pars. 14–16. Edit to suit. Consult with the Architect. Delete if par. 2 or par. 3 is used.
14. Use to specify the natural rock formations as a visual standard. Delete par. 16.
Completed stained sculpted shotcrete surfaces must simulate the appearance of the natural rock formations in the vicinity of the work, including the multiple colors, mottling, shades, flecking, and veining.
15. Use with par. 14 if rock samples are available for viewing. Insert the location of the rock samples.
Rock samples of the natural rock formations are available for inspection by bidders at ________________.
16. Use to specify an existing wall as a visual standard. Insert the route, county, and post mile of the existing wall. Delete pars. 14 and 15.
Completed stained sculpted shotcrete surfaces must closely resemble the colors, mottling, shades, flecking and veining of the wall at Route _____ in ___________ County at post mile _____.
17. Use if requested by the Architect. Edit to suit. Consult with the Architect.
Replace "Not Used" in section 59-7.02C of the RSS for section 59-7 with:
Apply the stain in at least 3 separate applications. The 1st and 2nd applications must be by air or airless sprayer.
