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Section 83-2.02D(1). Use if Type 60K portable concrete barrier is included.

Add to section 83-2.02D(1):
Type 60K portable concrete barrier must consist of interconnected new or undamaged used precast portable concrete barrier units and must comply with the following:
2
1.	Concrete must be minor concrete. Load tickets and a certificate of compliance are not required.
3
2.	Bar reinforcing steel must comply with section 52.
4
3.	Steel plates must comply with ASTM A 36/A 36M. The connection pin must be a round bar complying with ASTM A 36/A 36M. After fabrication, steel plates must be galvanized under section 75-1.05.
5
4.	Final surface finish must comply with section 51-1.03F(2).
6
5.	Exposed surfaces of concrete elements must be cured by the water method, the forms-in-place method, or the curing compound method. The curing compound must be curing compound no. 1.
7
6.	Barrier must have the fabrication date and the Contractor's name or logo on each panel. The fabrication date and name or logo must not be more than 4 inches in height and must be located not more than 12 inches above the bottom of the rail panel.
8
7.	Barrier must be set on firm, stable foundation. The foundation must be graded to provide a uniform bearing throughout the entire length of the railing.
9
8.	Excavation and backfill must comply with section 19-3.
10
9.	Abutting ends of precast concrete units must be placed and maintained in alignment without substantial offset to each other. The precast concrete units must be positioned straight on tangent alignment and on a true arc on curved alignment. The minimum curve radius for the horizontal alignment of the barrier is 164 feet.

11
Submit a certificate of compliance for all new or used Type 60K portable concrete barrier that is not cast on the job site.
12
Type 60K portable concrete barrier is measured along the top of the barrier.
