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Section 91-2.03. Use for moisture-cured polyurethane coating.

Replace "Reserved" in section 91-2.03 of the RSS for section 91-2 with:
1
Single-component, zinc-rich moisture-cured polyurethane coating must comply with the requirements shown in the following table:
	Property
	Test 
	Requirement

	Metallic zinc in dry film, percent min
	ASTM D 521
	78

	Density, lb/gal min
	ASTM D 1475
	23.3

	Nonvolatile content, percent min
	ASTM D 2369
	88

	VOC content, g/L max
	ASTM D 3960
	300

	Dry times:
Set to touch, minutes max
Dry hard, hours max
	
ASTM D 1640
ASTM D 1640
	
30
6



2
Single-component, micaceous iron oxide–filled, moisture-cured polyurethane coating must comply with the requirements shown in the following table:
	Property
	Test 
	Requirement

	Nonvolatile content, percent min
	ASTM D 2369
	80

	VOC content, g/L max
	ASTM D 3960
	300

	Dry times:
Set to touch, hours max
Dry hard, hours max
	
ASTM D 1640
ASTM D 1640
	
1
8



3
Single-component, semi-gloss, aliphatic, moisture-cured polyurethane coating must comply with the requirements shown in the following table:
	Property
	Test 
	Requirement

	Nonvolatile content, percent min
	ASTM D 2369
	72

	VOC content, g/L max
	ASTM D 3960
	300

	Dry times:
Set to touch, hours max
Dry hard, hours max
	
ASTM D 1640
ASTM D 1640
	
2
16



