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Standard Special Provision Update
January 18, 2013

2010 SSPs used with 2010 Standard Plans:
	SSPNo
	Effective Date
	Description
	Update



	SN-410
	A01-18-13
	--
	Updated to the next fiscal year

	RSS
	A01-18-13
	--
	Section 9-1.03. Corrected "specified by the description" in the payment clause. Bid items are not specified by the description, they are shown on the Bid Item List.
Section 15-2.10B. Corrected wording and spelling.
Section 15-6.04. Changed section title from "Concrete Invert Paving" to "Invert Paving."
Section 19. Corrected minor errors and add "Reserved" sections 19-10–19-20.
Section 21-1.02M. Corrected range for organic contnet requirement from 40-100 to 30-100. 
Section 21-1.03A. Moved requirements from 21-1.03B to 21-1.03A to clarify that site preparation is not a bid item. Section 21-1.03 is reserved.
Section 21-1.04. Corrected language for payment of duff.
Section 37-1. Added requirements for prepaving conference. Sections 37-2 and 37-3 were revised to add specific personnel required to attend the prepaving conference.
Section 39-1.11. Repased section entirely to include requirements for tapered notched wedge option for longitudinal joints.
Section 46-1.101D(2)(b). Clarified prestressing jacking equipment and calibration specifications.
Section 46-1.01C(2). Added specification for calculating bond length for ground anchors.
Section 49-3.02A(3)(b).Added requirement for drilling sequence and placement plan.
Section 50-1.01D(3). Clarified prestressing jacking equipment and calibration specifications.
Section 52-6.01D(4)(a). Corrected spelling error.
Section 52-6.03B. Clarified specifications for where lap splices are not allowed.
Section 70-7. Corrected error to repairing damaged coatings and wrapping field joint specifications.
Section 72-11.01B. Added reference to section 51-2 for joint filler material and expanded polystyrene.
Section 72-11.01C(2). Corrected reference to section 51-1 instead of 57-1.
Section 88-1.02P. Corrected value for tensile strength, 2 % strain from 4.10 to 410.

	SP_TEMPLATE
	A01-18-13
	--
	Added "under the instructions of the SSP" to item 1 of the instructions.

	2-1.06B
	A01-18-13
	--
	Changed to (1) add a row for logs of test borings and (2) move supplemental project information from the table into the instructions. The districts will add the supplemental information to the table instead of deleting nonapplicable supplemental project information.

	7-1.02K(6)(j)(iii)
	A01-18-13
	Earth Material Containing Lead
	Clarified instructions. Made use of "earth material" consistent throughout the document.

	8-1.04G
	A01-18-13
	Potential Budget Impasse Start
	Updated to the next fiscal year.

	13-3.01A
	A01-18-13
	--
	Revised to correct bid item codes to the new section 13 codes.

	14-1.02
	C01-18-13
	Environmentally Sensitive Area (ESA)
	Canceled. Moved to SSP 14-1.02A to correspond to correct standard spec section.

	14-1.02A
	A01-18-13
	Environmentally Sensitive Area (ESA)
	This SSP use to be 14-1.02 but was changed to 14-1.02A to match standard spec numbering. 14-1.02 was canceled.

	14-6.04
	A01-18-13
	Fish Protection
	Correct instruction to comply with style guide.

	14-6.05
	A01-18-13
	Contractor Supplied Biologist
	Corrections to comply with style guide.

	14-11.03
	A01-18-13
	Material Containing Hazardous Waste Concentrations of Aerially Deposited Lead
	Changed language requiring full site report to be included in information handout. Design management board decision document allows using portions of site report. Corrected bid item number for lead compliance plan listed in instructions. 

	14-11.04
	A01-18-13
	Minimal Disturbance of Material Containing Hazardous Waste Concentrations of Aerially Deposited Lead
	Corrected bid item number for lead compliance plan listed in instructions.

	14-11.07
	A01-18-13
	Remove Yellow Traffic Stripe and Pavement Marking with Hazardous Waste Residue
	Corrected bid item number for lead compliance plan listed in instructions.

	14-11.08
	A01-18-13
	Disturbance of Existing Paint Systems on Bridges
	Corrected bid item number for lead compliance plan listed in instructions.

	15-1.03B
	A01-18-13
	Residue Containing High Lead Concentration Paints
	Corrected bid item number for lead compliance plan listed in instructions.

	15-2.02C(2)
	A01-18-13
	Remove Traffic Stripes and Pavement Markings Containing Lead
	Corrected bid item number for lead compliance plan listed in instructions.

	15-2.07F
	A01-18-13
	Temporary Pipe Plug
	New SSP for temporary pipe plug.

	15-6.04
	A01-18-13
	Concrete Invert Paving
	Allows for alternatives to concrete for culvert lining.  Allows shotcrete or other cementious material on  authorized materials list.

	15-6.06
	A01-18-13
	Welded Steel Pipeliners
	New SSP. Use for installing welded steel pipeliners.

	19-3
	C01-18-13
	--
	Cancel spec and break into individual parts.

	19-3.01A(1)
	A01-18-13
	--
	Added geocomposite drain into structure backfill.

	19-3.01A(3)(b)
	A01-18-13
	--
	This specification was part of SSP 19-3. 19-3 was canceled and broken up into the individual sections.

	19-3.02G
	A01-18-13
	--
	This specification was part of SSP 19-3. 19-3 was canceled and broken up into the individual sections.

	19-3.03A
	A01-18-13
	--
	This specification was part of SSP 19-3. 19-3 was canceled and broken up into the individual sections.

	19-3.03B(1)
	A01-18-13
	--
	This specification was part of SSP 19-3. 19-3 was canceled and broken up into the individual sections.

	19-3.03B(2)
	A01-18-13
	--
	This specification was part of SSP 19-3. 19-3 was canceled and broken up into the individual sections.

	19-3.03B(3)
	A01-18-13
	--
	This specification was part of SSP 19-3. 19-3 was canceled and broken up into the individual sections.

	19-3.03E(3)
	A01-18-13
	--
	This specification was part of SSP 19-3. 19-3 was canceled and broken up into the individual sections.

	19-3.03K
	A01-18-13
	--
	This specification was part of SSP 19-3. 19-3 was canceled and broken up into the individual sections.

	19-3.04
	A01-18-13
	--
	This specification was part of SSP 19-3. 19-3 was canceled and broken up into the individual sections

	19-7.04
	A01-18-13
	--
	Corrected introduction to include specification number.

	20-7
	A01-18-13
	Highway Planting
	Revised to correct introductions for pars 11 and 12.

	20-10
	A01-18-13
	Decomposed Granite
	Corrected the introduction to paragraph 14.

	30-2
	A01-18-13
	Full-Depth Reclamation–Foamed Asphalt
	Minor revision to correct a CT test method for mix design and define "lot."

	30-3
	A01-18-13
	Pulverized Roadbed
	New SSP for pulverizing, mixing, and compacting the existing asphalt pavement and underlying material to construct a base for HMA overlay.

	37-2
	A01-18-13
	Seal Coats
	Revised to require submittal of permit issued by the local air quality agency for asphalt rubber seal coat.

	39-1.01
	A01-18-13
	--
	Revised to add instruction to include SSP 39-1.31 for HMA, Type A, B, or RHMA-G. SSP 39-1.31 is the option for the contractor to use warm mix asphalt technologies.

	39-1.11
	A01-18-13
	--
	Revised to match the new RSS for section 39-1.11. Some requirements for longitudinal joints were moved into the RSS.

	39-1.31
	A01-18-13
	Warm Mix Asphalt Technology Option
	Revised to clarify the lead instructions. This SSP is to be used in all projects with HMA Type A, B, or RHMA-G.

	49-3.02C(1)
	A01-18-13
	--
	New SSP. Use if CIDH piling center-to-center spacing is less than 3 pile diameters.

	49-5
	A01-18-13
	--
	New SSP for micropiles. This specification was previously a bridge reference specification.

	76-1
	A01-18-13
	General
	Correct reference to water quality analysis.

	76-2
	A01-18-13
	Water Well
	Deleted extraneous language for well casing and screen and adds ANSI/ AWWA A100

	76-4
	A01-18-13
	Rehabilitate Existing Water Well
	Deletes allowing discharge of water well system to storm drain without authorization.

	76-5
	A01-18-13
	Monitor Well
	Deletes extraneous language for well casing and screen and adds reference to ANSI/AWWA A100.
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