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Section 12-3.13. Use (1) for a shadow vehicle in a moving lane closure, or (2) if a shadow vehicle is required to place and remove components of a stationary lane closure.

Replace "Reserved" in section 12-3.13 with:
12-3.13A  General
12-3.13A(1)  Summary
1
Section 12-3.13 includes specifications for protecting traffic and workers with an impact attenuator vehicle during moving lane closures and when placing and removing components of stationary lane closures, ramp closures, shoulder closures, or a combination.
2. Under the direction of District Construction, edit or rewrite par. 2 to suit the project. On conventional highways, consider traffic conditions, roadway geometrics, and whether there is enough useable shoulder width to accommodate the impact attenuator vehicle safely during placement and removal activities for the traffic control system. Edit to include highway type or types, shoulder width, or other requirements as necessary. For example: "Do not use an impact attenuator vehicle to place, remove, or place and remove components of a stationary traffic control system on a 2-lane, 2-way highway where the useable shoulder width is less than 10 feet unless authorized."
Do not use an impact attenuator vehicle to place, remove, or place and remove components of a stationary traffic control system on ___ where the useable shoulder width is less than ___ feet.
3
Impact attenuator vehicles must comply with the following test levels under National Cooperative Highway Research Program 350:
1.	Test level 3 if the preconstruction posted speed limit is 50 mph or more
2.	Test levels 2 or 3 if the preconstruction posted speed limit is 45 mph or less

4
The impact attenuator vehicle must comply with the attenuator manufacturer's instructions for:
1.	Support truck, except the weight of the support truck must comply with the allowable vehicle weight limits shown on the Authorized Materials List for highway safety features and the manufacturer's instructions
2.	Trailer-mounted attenuator
3.	Truck-mounted attenuator

5
Flashing arrow signs must comply with section 12-3.03 except you may use a portable changeable message sign instead of a flashing arrow sign. If a portable changeable message sign is used as a flashing arrow sign, it must comply with section 6F.56 "Arrow Panels" of the California MUTCD.
12-3.13A(2)  Definitions
6
impact attenuator vehicle: Support truck that is towing a deployed attenuator mounted to a trailer or a support truck with a deployed attenuator that is mounted to the support truck.
12-3.13A(3)  Submittals
7
Submit a certificate of compliance for each attenuator used on the project.
12-3.13A(4)  Quality Control and Assurance
8
Do not start impact attenuator vehicle activities until authorized.
9
Before using an impact attenuator vehicle, conduct a meeting with the Engineer, subcontractors, and other parties involved with traffic control to discuss the operation of the impact attenuator vehicle during moving lane closures and when placing and removing components of a stationary traffic control system.
10
Schedule the location, time, and date for the meeting with all participants. Furnish a meeting facility located within 5 miles of the job site or at another authorized location.
12-3.13B  Materials
11
Impact attenuator vehicles must be on the Authorized Materials List for highway safety features. Impact attenuator vehicles must comply with Veh Code Div 12.
12
For the Trinity MPS-350 truck–mounted attenuator, the support truck must not have a fuel tank mounted underneath within 10'-6" of the rear of the support truck.
13
Each impact attenuator vehicle must have:
1.	Inverted "V" chevron pattern placed across the entire rear of the attenuator composed of alternating 4-inch wide nonreflective black stripes and 4-inch wide yellow retroreflective stripes sloping at 45 degrees
2.	Type II flashing arrow sign
3.	Flashing or rotating amber light
4.	Operable 2-way communication system for maintaining contact with workers

12-3.13C  Construction
14. Edit as necessary for compatibility with par. 2.
Except where prohibited, use an impact attenuator vehicle:
1.	To follow behind equipment and workers who are placing and removing components of a stationary lane closure, ramp closure, shoulder closure, or any combination. Operate the flashing arrow sign in the arrow or caution mode during this activity, whichever applies. Follow at a distance that prevents intrusion into the workspace from passing traffic.
2.	As a shadow vehicle in a moving lane closure.

15
Monitor placement and use of the attenuator vehicle on a regular basis and adjust the use of the attenuator to match changing field conditions as construction progresses.
16
After placing components of a stationary traffic control system you may place the impact attenuator vehicle in advance of the work area or at another authorized location to protect traffic and workers.
17
Secure objects, including equipment, tools, and ballast on impact attenuator vehicles to prevent loosening upon impact by an errant vehicle.
18
Do not use a damaged attenuator in the work. Replace any attenuator damaged from an impact during work activities.
12-3.13D  Payment
19
Not Used
