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Section 12-3.19. Use if portable transverse rumble strips are used as part of a traffic control system for a lane closure on a 2-lane conventional highway.

Replace section 12-3.19 of the RSS for section 12-3 with:
12-3.19  PORTABLE TRANSVERSE RUMBLE STRIPS
12-3.19A  General
12-3.19A(1)  Summary
1
Section 12-3.19 includes specifications for placing portable transverse rumble strips.
12-3.19A(2)  Definitions
2
Not Used
12-3.19A(3)  Submittals
3
Submit a copy of the manufacturer's instructions.
12-3.19A(4)  Quality Control and Assurance
4
Not Used
12-3.19B  Materials
5
The portable transverse rumble strip must be either the RoadQuake 2 or the RoadQuake 2 Folding rumble strip manufactured by Plastic Safety Systems, Inc. For information on obtaining the rumble strips, contact:
	Customer Service
Plastic Safety Systems, Inc.
2444 Baldwin Road
Cleveland, OH  44104

Telephone Number: (800) 662-6338 or (216) 231-8590



[bookmark: _GoBack]12-3.19C  Construction
6
Use a traffic break or an impact attenuator vehicle as a shadow vehicle when placing and removing the portable transverse rumble strips. Rumble strips must be in place before road construction begins.
7
If used for flagging operations, place 2 arrays of portable transverse rumble strips transverse to the vehicular traffic movement in advance of and approach to each flagger station. Each array must consist of 3 rumble strips spaced from 6 to10 feet apart. Place the 1st array adjacent to the W20-4 (One Lane Road Ahead) sign. Place the 2nd array adjacent to C9A(CA) (CA flagger symbol) sign.
8
If the RoadQuake 2 is used, securely connect the 3 sections under the manufacturer’s instructions before placing them in the traffic lane. 
9
Install the Rumble Strips warning sign half way between the W20-1 (Road Work Ahead) sign and the W20-4 (One Lane Road Ahead) sign under section 12-3.06. 
10
Remove all portable transverse rumble strips and warning signs at the end of lane closure and flagging operations.
11
If the Engineer determines that the rumble strips no longer provide the audible and vibratory alerts necessary, replace the portable transverse rumble strips.
12-3.19D  Payment
12
Not Used
