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Section 39-1.02. Use for a project in any of the following locations:
1. District 2
2. District 5 in Southern San Luis Obispo or Santa Barbara County
3. District 6 in:
	3.1. Kern County
	3.2. Kings County: route 5, post mile 0 to 17; route 33, post mile 0 to 19; 	route 41, post mile 0 to 16
	3.3. Tulare County: route 65, post mile 0 to 10; route 99, post mile 0 to 10; 	route 43, post mile 0 to 15
4. District 8 in:
	4.1. Riverside County: route 10, post mile 56.95 to 156.49; route 111, post 	mile 0.00 to 28.53
	4.2. San Bernardino County: route 15, post mile 29.00 to 186.24; route 40; 	route58; route 138, post mile 0.00 to 15.20; route 395

1
Delete the 3rd and 4th paragraphs in section 39-1.02B(2) of the RSS for section 39.

2–4. Use for a District 2 project.
2
Add to section 39-1.02D(3)(a) of the RSS for section 39:
Treat aggregate with lime slurry marination.

3
Replace the row for combined in the table in the 7th paragraph of section 39-1.02D(3)(a) of the RSS for section 39 with:
	Combined
	1.0–1.5




4
Replace the 2nd sentence in the 1st paragraph of section 39-1.02J of the RSS for section 39 with:
Choose from CRS2, CQS1, or PMCRS2 asphaltic emulsion, or asphalt binder.

5. Use for a District 5 project in Southern San Luis Obispo or Santa Barbara County.
Add to section 39-1.02D(3)(a) of the RSS for section 39:
Treat aggregate with dry lime or lime slurry marination.

6. Use for a District 6 project in:
1. Kern County
2. Kings County: route 5, post mile 0 to 17; route 33, post mile 0 to 19; route 41, post mile 0 to 16
3. Tulare County: route 65, post mile 0 to 10; route 99, post mile 0 to 10; route 43, post mile 0 to 15.
Add to section 39-1.02D(3)(a) of the RSS for section 39:
Treat aggregate with dry lime or lime slurry marination.

7–8. Use for a District 8 project in the following locations if recommended by the district materials engineer:
1. Riverside County: route 10, post mile 56.95 to 156.49; route 111, post mile 0.00 to 28.53
2. San Bernardino County: route 15, post mile 29.00 to 186.24; route 40; route58; route 138, post mile 0.00 to 15.20; route 395
7
Add to section 39-1.02D(3)(a) of the RSS for section 39:
Treat aggregate with lime slurry marination.

8
Replace the row for combined in the table in the 7th paragraph of section 39-1.02D(3)(a) of the RSS for section 39 with:
	Combined
	1.0–1.5



