Standard Special Provision Update
February 6, 2009
	SSP No.
	Effective Date
	Description
	Update



Standard Special Provision Update
July 15, 2016

2010 SSPs used with 2010 Standard Plans:
	SSPNo
	Effective Date
	Description
	Update



	StdPln
	A07-15-16
	Standard Plans List
	Revised the Standard Plans List to coincide with the Revised Standard Plans for the 2010 Standard Plans Erratum No. 18.

	Canceled_StdPln
	A07-15-16
	Canceled Standard Plans List
	Revised the Standard Plans List to coincide with the Revised Standard Plans for the 2010 Standard Plans Erratum No. 18.

	RSS
	A07-15-16
	
	Section 1-1.06.  Added the abbreviations CISS, CSL, and GGL for revised Section 49 specifications.
Section 7-1.03. Added specs for temporary transverse tapers.
Section 8-1.10A. Updated rates and bid ranges for liquidated damages.
Section 12-4.02B.  Changed this to a reserved section. Most of the traffic management specifications for seal coat work were duplicated in section 37-2.01C(1) of the RSS for section 37.  The two paragraphs that were not duplicate specifications were moved to section 37-2.01C(1), thus eliminating all specifications in this section.
Section 15-5.06C(1). Deleted sentence about the slope for a transverse joint taper, since RSS 7-1.03 now covers the requirements for temporary transverse joint tapers.
Section 18-1.03B. Corrected the reference for the asphalt distributor truck.
Section 20-2.01C(2). Revised supply line trench depth.
Section 20-2.06B. Revised impeller and shaft for flow sensor.
Section 20-2.10B. Clarified components for sprinkler assemblies.
Section 20-2.11B(3). Clarified requirements for check valve options.
Section 20-3. Revised specifications for staking and tying planted trees and vines.
Section 20-5. Revised Landscape Elements to specify Inert Ground Covers and Wood Mulch under separate subsections.
Section 21-1.02Q. Added 8 inch diameter size for compost sock.
Section 23. Updated to add quality assurance requirements based on the Department's Material Plant Quality Program.
Section 24. Updated to add quality assurance requirements based on the Department's Material Plant Quality Program.
Section 25. Updated to add quality assurance requirements based on the Department's Material Plant Quality Program.
Section 26. Updated to add quality assurance requirements based on the Department's Material Plant Quality Program.
Section 27. Updated to add quality assurance requirements based on the Department's Material Plant Quality Program.
Section 28. Updated to add quality assurance requirements based on the Department's Material Plant Quality Program.
Section 29. Updated to add quality assurance requirements based on the Department's Material Plant Quality Program.
Section 37. Reorganized section, changed section name to seal coats, and included quality assurance requirements in the specifications.
Section 39. Added warm mix asphalt requirements.
Section 39-1.03C. Updated reference to section 37.
Section 39-1.03P. Updated reference to section 37.
Section 40-1.03O. Modified rumble strip requirements.
Section 47-2.02A. Revised materials for rock slope protection at drain pipe outlets. This revision was triggered by changes in section 72 and must post concurrently.
Section 47-2.02A. Supplemental RSS to complement section 72 RSS revising rock gradation.
Section 49-1.01D(3). Added test requirement. Added transportation for the delivery of pile load test beams to the list of items to be paid for as a CCO.
Section 49-1.01D(4). Revised requirements for dynamically monitored piles.
Section 49-3. Revisions made to clarify the work and reorganize the section.
Section 50-1.01. Revised calibration of prestressing jacks requirement.
Section 51. Revised to include precast drainage inlets.
Section 56-3. Revised to comply with revised standard plans.
Section 59-1.02B. Added manufactured abrasives to the list of abrasives allowed for blast cleaning structural steel.
Section 59-2.03A. Restored the requirement for providing enclosures for cleaning and painting structural steel.
Section 72. Revised the tables for rock gradation in section 72-2.02A, fabric class in section 72-2.02B, concreted-rock gradation in section 72-3.02B, and minimum concrete penetration in section 72-3.03E.
Section 80-4. Added a section for wildlife exclusion fences.
Section 86. Revised to comply with revised standard plans.
Section 90-1.01D(5)(a). Revised curing method to correct error.
Section 90-9. Added recycled plastic concrete specs.

	12-4.02_X2
	A07-15-16
	--
	Added requirement that work may be performed at only 1 location in each direction of travel at a time. Added requirement restricting work on Halloween night. Clarified some instructions.


	12-8_X1
	A07-15-16
	Temporary Pavement Delineation
	Revised a sentence in the Construction section to clarify that all types of temporary pavement delineation must be removed when the Engineer determines they are no longer needed. Paralleled verbiage in the 2015 standard specifications for references to the Authorized Material List.


	12-8_X3
	A07-15-16
	Temporary Pavement Delineation
	Revised a sentence in the Construction section to clarify that all types of temporary pavement delineation must be removed when the Engineer determines they are no longer needed. Paralleled verbiage in the 2015 standard specifications for (1) references to the Authorized Material List and (2) construction requirements for temporary traffic stripe paint.


	15-2.02B(3)
	A07-15-16
	Cold Planing Asphalt Concrete Pavement
	Deleted sentences in paragraph 13 about temporary transverse tapers, since RSS 7-1.03 now covers the requirements for temporary transverse joint tapers.

	19-3.02D
	A07-15-16
	--
	New SSP for slurry cement backfill containing returned plastic concrete.

	21-1.02P
	A07-15-16
	--
	Corrected revision clause to refer to the RSS

	24-3
	A07-15-16
	Cement Stabilized Soil
	Updated to add quality assurance requirements based on the Department's Material Plant Quality Program.

	25-1
	A07-15-16
	
	[bookmark: _GoBack]Updated to add quality assurance requirements based on the Department's Material Plant Quality Program.

	26-1
	A07-15-16
	
	Updated to add quality assurance requirements based on the Department's Material Plant Quality Program.

	27-2
	A07-15-16
	
	Updated to add quality assurance requirements based on the Department's Material Plant Quality Program.

	27-3
	A07-15-16
	
	Updated to add quality assurance requirements based on the Department's Material Plant Quality Program.

	28-3
	A07-15-16
	Rapid Strength Concrete Base
	Updated to add quality assurance requirements based on the Department's Material Plant Quality Program.

	28-4
	A07-15-16
	Lean Concrete Base Rapid Setting
	Updated to add quality assurance requirements based on the Department's Material Plant Quality Program.

	28-5
	A07-15-16
	Concrete Base
	Updated to add quality assurance requirements based on the Department's Material Plant Quality Program.

	30-2
	A07-15-16
	Full-Depth Reclamation—Foamed Asphalt
	Updated to add quality assurance requirements based on the Department's Material Plant Quality Program.

	30-3
	A07-15-16
	Pulverized Roadbed
	Updated to add quality assurance requirements based on the Department's Material Plant Quality Program.

	37-1.01D(2)
	C07-15-16
	--
	Canceled. Due to reorganization of section 37.

	37-2.01C(1)
	C07-15-16
	--
	Canceled. Section was reorganized.

	37-2.02
	A07-15-16
	
	Due to reorganization, use to specify emulsion grade and aggregrate gradation for asphalitic emulsion chip seals and double asphalt emusion chips seals.

	37-2.03
	A07-15-16
	
	Due to the reorganization, use to specify emulsion grade and aggregate gradation for polymer modified asphaltic emulsion chip seals and double polymer modified asphaltic emulsion chip seals.

	37-2.04
	A07-15-16
	
	Due to the reorganization, use to specify asphalt rubber binder chip seals.

	37-2.04B
	C07-15-16
	--
	Canceled. Section 37 was reorganized.

	37-2.04C
	C07-15-16
	--
	Canceled. Section 37 was reorganized.

	37-2.05
	A07-15-16
	
	Due to the reorganization, use when SAMIs are opened to traffic.

	37-2.05B
	C07-15-16
	--
	Canceled. Section 37 was reorganized.

	37-2.06
	C07-15-16
	
	Canceled. Section 37 was reorganized.

	37-3
	C07-15-16
	Slurry Seal and Microsurfacing
	Canceled. Section 37 was reorganized.

	37-3.01
	A07-15-16
	
	Due to the reorganization, use for slurry seals or micro-surfacing.

	37-3.03B(6)
	A07-15-16
	
	Due to the reorganization, use to specify emulsion grade for tack coat.

	37-4
	C07-15-16
	--
	Canceled. Section 37 was reorganized.

	37-4.02B
	A07-15-16
	
	Due to the reorganization, use to specify emulsion grade for fog seals.

	37-5
	C07-15-16
	Crack Treatment
	Canceled. Section 37 was reorganized.

	37-5.03
	A07-15-16
	
	Due to the reorganization, use to specify the parking area seal application rate.

	37-6
	A07-15-16
	
	Due to the reorganization, use to specify crack treatment type and application method.

	39-1.03K
	A07-15-16
	Rumble Strips
	Updated SSP to reflect parallel changes in the 2015 specifications.

	39-2
	A07-15-16
	
	Deleted WMA requirements that were added into the section 39 RSS

	39-3
	A07-15-16
	--
	Revised to delete WMA requirements that were added to the section 39 RSS.

	39-4
	A07-15-16
	--
	Revised to remove WMA requirements that were added to the RSS.

	49-1.01D(4)
	A07-15-16
	--
	Revised instructions for using dynamic monitoring.

	49-3.02A(4)(d)(ii)
	A07-15-16
	--
	Rigid cylinder specifications moved to the RSS. Revised vertical inspection pipe requirment.

	49-3.02C(6)
	A07-15-16
	--
	Clarified instructions for when optional construction joint is used.

	51-1.01A
	A07-15-16
	--
	Corrected typo.

	51-1.03G(1)
	A07-15-16
	--
	Corrected typographical error in the instructions.

	51-4.01A
	A07-15-16
	--
	New SSP to specify PC drainage inlet.

	51-7.02
	C07-15-16
	--
	SSP canceled.

	59-2.01A
	A07-15-16
	Bridge Painting Description
	Reorganized the section.

	59-2.01C(2)
	A07-15-16
	Mandatory SSPC-QP Certification
	Revised instructions.

	64-2
	A07-15-16
	Slotted Plastic Pipe
	Revised to parallel the 2015 RSS.


	73-1.02A
	A07-15-16
	
	Section 73-1.02A. Added a returned plastic concrete section for minor concrete items.  


	83-2.02D
	A07-15-16
	
	Section 83-2.02D. Added specifications for Type 60P, 60AP, and 60PR concrete barriers.


	86-2
	A07-15-16
	--
	Revised the instruction for paragraph 24.



