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Section 87-21.03D. Use when removing existing electrical systems.

[bookmark: _GoBack]Add to the end of section 87-21.03D of the RSS for section 87:
1‑8. Select the electrical systems to be removed.
1. Use for lighting system. Edit to suit.
Removing a lighting system includes removing:
1.	Foundations
2.	Pull boxes
3.	Conduit
4.	Conductors
5.	Standards
6.	Luminaires
7.	Service equipment enclosure
8.	Photoelectric control
9.	High mast lighting assemblies

2. Use for sign illumination system. Edit to suit.
Removing a sign illumination system includes removing:
1.	Foundations
2.	Pull boxes
3.	Conduit
4.	Conductors
5.	Sign lighting fixtures
6.	Enclosure for the disconnect circuit breaker
7.	Service equipment enclosure
8.	Photoelectric control

3. Use for signal and lighting system. Edit to suit.
Removing a signal and lighting system includes removing:
1.	Foundations
2.	Pull boxes
3.	Conduit
4.	Conductors
5.	Cables
6.	Standards
7.	Signal heads
8.	Internally illuminated street name signs
9.	Service equipment enclosure
10.	Department-furnished controller assembly
11.	Telephone demarcation cabinet
12.	Accessible pedestrian signals
13.	Push button assemblies
14.	Pedestrian signal heads
15.	Luminaires
16.	Photoelectric control
17.	Battery backup system
18.	Flashing beacons

4. Use for ramp metering system. Edit to suit.
Removing a ramp metering system includes removing:
1.	Foundations
2.	Pull boxes
3.	Conduit
4.	Conductors
5.	Standards
6.	Signal heads
7.	Service equipment enclosure
8.	Department-furnished controller assembly
9.	Telephone demarcation cabinet

5. Use for traffic monitoring station. Edit to suit.
Removing a traffic monitoring station includes removing:
1.	Foundations
2.	Pull boxes
3.	Conduit
4.	Cables
5.	Conductors
6.	Service equipment enclosure
7.	Controller cabinet
8.	Telephone demarcation cabinet

6. Use for flashing beacon system. Edit to suit.
Removing a flashing beacon system includes removing:
1.	Foundations
2.	Pull boxes
3.	Conduit
4.	Conductors
5.	Standards
6.	Service equipment enclosure
7.	Signal heads
8.	Flashing beacon control assembly

7. Use for changeable message system. Edit to suit.
Removing a changeable message sign system includes removing:
1.	Foundations
2.	Pull boxes
3.	Conduit
4.	Conductors
5.	Service equipment enclosure
6.	Department-furnished controller cabinet
7.	Department-furnished changeable message sign
8.	Department-furnished wiring harness
9.	Sign disconnect

8. Use for interconnection conduit and cable. Edit to suit.
Removing interconnection conduit and cable includes removing:
1.	Pull boxes
2.	Conduit
3.	Signal interconnect cables
