12-4.02C(1)_A01-15-16__2015
Page 3 of 3

[bookmark: _GoBack]

Page 1 of 3


Section 12-4.02C(1). Use for general closure requirements if work will be performed over, on, or adjacent to lanes carrying traffic, including contiguous or adjacent shoulders.

1–4. Use for a District 7 project.
Add to the end of the 1st paragraph of section 12-4.02C(1):
1
except for work shown on the stage construction and traffic handling plans

2. Use for on-ramp and off-ramp closures in District 7.
Replace the 3rd paragraph of section 12-4.02C(1) with:
Do not close on-ramps or off-ramps servicing 2 consecutive local street interchanges in the same direction of travel. The Engineer may authorize a closure if:
1.	You submit a request
2.	Traffic will be better served
3.	Work will be expedited

Add between the 3rd and 4th paragraphs of section 12-4.02C(1):
3. Use if ramp closure charts are not included.
You may close a ramp if the adjacent freeway lane is allowed to be closed as shown on charts nos. _____–_____. If a ramp is closed, detour traffic to the next available ramp downstream of the closed ramp in the direction of travel.
4. Use if only selective ramp closure charts are included.
Except as otherwise shown on charts nos. _____–_____, you may close a ramp if the adjacent freeway lane is allowed to be closed as shown on charts nos. _____–_____. If a ramp is closed and a ramp lane requirement chart is not included, detour traffic to the next available ramp downstream of the closed ramp in the direction of travel.
5. Use if ramp requirement charts are not included except for a District 7 project.
If complete ramp closure hours and ramp lane requirements are not included, you may close the ramp adjacent to the closed freeway lane.

Add between the 4th and 5th paragraphs of section 12-4.02C(1):
6–7. Use for a District 7 project.
6. Use for project limits equal to or less than 8 miles except if construction is to be performed at a spot location (less than 0.2 mile).
Not more than 1 stationary closure is allowed per direction of travel at one time.
7. Use for project limits longer than 8 miles.
Concurrent stationary closures must be more than 5 miles apart. Closure spacing is the distance between the last cone of the upstream closure and the temporary sign (W20-1) of the downstream closure. The number of lanes open in the upstream closures must be less than or equal to the number of lanes open in the downstream closures. For multiple closures in each direction of travel, pick up the downstream closures first.

Add to the end of section 12-4.02C(1):
8. Use for a project without lane requirement charts but with lane closure restrictions for weekend work, designated legal holidays, or special days. Delete special days if recommended by the transportation management plan manager or district traffic manager.
Keep the full width of the traveled way open to traffic when no active construction activities are occurring in the traveled way or within 6 feet of the traveled way and on:
1.	Friday after 3:00 p.m.
2.	Saturday
3.	Sunday
4.	Designated holidays
5.	Special days

9. Use for a project with lane requirement charts except in District 7. Edit as recommended by the transportation management plan manager or district traffic manager.
Keep the full width of the traveled way open to traffic when no active construction activities are occurring in the traveled way or within 6 feet of the traveled way.
10. Use for a project with ramp lane requirement charts. Add and special days if special days are defined.
Keep the full width of the ramp traveled way open for use by traffic on designated holidays.
11. Use if estimated damages equal or exceed $6,000 per hour for a mainline segment or connector closure. The transportation management plan manager or district traffic manager will calculate the damages. The concurrence of the regional or district division chief of construction is required when damages are included. Edit the number and type of facilities as appropriate. Calculate damages as follows:

	Mainline or connector
	For the 1st half hour, without exceeding 0.5% of the estimated cost or $3,000/10 minutes, use the higher of the following:
1.	50% of the amount for 10-minute intervals
2.	$1,000/10 minutes

For the 2nd half hour, use the higher of the following:
1.	75% of the amount for 10-minute intervals
2.	$1,000/10 minutes

For the 2nd hour and beyond, use the amount for 10-minute intervals.
	Example:
Amount = $48,000/hour based on traffic volumes over a 2-hour period

1st half hour = $8,000/10 min x 50% = $4,000/10 min (>$1,000/10 min). Limit is $3,000/10 min or 0.5% of the estimated cost. Use $3,000/10 minutes.

2nd half hour = $8,000/10 min x 75% = $6,000/10 min (>$1,000/10 min). Use $6,000/10 minutes.

2nd hour and beyond = $8,000/10 minutes


For each 10-minute interval or fraction thereof past the time specified to open the closure, the amount for liquidated damages per interval shown in the table below is deducted. Liquidated damages are limited to 5 percent of the total bid per occurrence. Liquidated damages are not assessed if the Engineer orders the closure to remain in place beyond the scheduled pickup time.
	Type of facility
	Route
	Direction or segment
	Period
	Liquidated damages/interval

	Mainline
	
	
	1st half hour
2nd half hour
2nd hour and beyond
	$_____/10 minutes
$_____/10 minutes
$_____/10 minutes

	Connector
	
	
	1st half hour
2nd half hour
2nd hour and beyond
	$_____/10 minutes
$_____ / 10 minutes
$_____/10 minutes



