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Section 12-4.06. Use for a toll bridge where Department forces will set up lane closures.

Replace Reserved in section 12-4.06 with:
12-4.06A  General
[bookmark: _GoBack]1. Insert the name of the toll bridge.
Section 12-4.06 includes specifications for closing lanes on the ___________ Bridge.
2
Lanes must be closed only by Department forces and only during the hours shown on the lane requirement charts in section 12-4.02. Perform work that interferes with traffic only during the hours shown for lane closures except for work required for public convenience and public safety.
3. Insert the bridge name.
The Department will furnish, locate, and remove all signs, barricades, traffic cones, flag trees, and other devices required for the lane closures. Bidders may view traffic device information on the "Lane Closure Plan" at the Administration Building for the toll bridge. The time required for the Department to perform this work is included within the time periods when lane closures are allowed.
4
The Department will not close lanes if the visibility is less than 1,000 feet.
12-4.06B  Materials
5
Not Used
12-4.06C  Construction
6
Keep the full width of the traveled way open to traffic when construction activities are not actively in progress.
7
Place a flashing arrow sign approximately 50 feet in advance of each work area.
[bookmark: OLE_LINK6]8
Do not leave equipment or materials in a lane unless the lane is closed to traffic and is used for construction activities.
9
If the Engineer orders you to stop construction activities and clear the lane before the time designated in the authorized closure schedule or if there is a delay by the Department in closing a lane to traffic and you are unable to start construction activities at the scheduled time, any delay caused by these actions is an excusable delay.
12-4.06D  Payment
10
Not Used
