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Section 14-11.12. Use if yellow residue, expected to be a hazardous waste (lead concentration equal to or greater than 1,000 mg/kg total lead or 5 mg/l soluble lead), will be produced.

Add after the 2nd paragraph of section 14-11.12A:
1 Insert yellow painted traffic stripe, yellow painted pavement marking, yellow thermoplastic traffic stripe, or yellow thermoplastic pavement marking or all as needed.
This project includes removal of ______________________________________ that will produce hazardous waste residue.

Add after the 1st paragraph of 14-11.12E:
[bookmark: _GoBack]2. Insert the time limit for the disposal of accumulated residue. Contact the district hazardous-waste technical specialist to determine the number of days based on the disposal facility's location and the necessary storage time for hazardous waste. Allow time for analysis and scheduling disposal with the landfill. Minimum recommended storage time is 30 days; maximum storage time allowed by law is 90 days.
After the Engineer accepts the analytical test results, dispose of yellow thermoplastic and yellow paint hazardous waste residue at a Class 1 disposal facility located in California __ days after accumulating 220 lb of residue.
3. Insert the maximum storage time. Recommended storage time if less than 220 lb is generated is 30 days; maximum storage time allowed by law is 90 days.
If less than 220 lb of hazardous waste residue and dust is generated in total, dispose of it within __ days after the start of accumulation of the residue.
