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Section 26-1. Use for any of the following:
1. Allowing processed glass in AB. A Construction Evaluated Work Plan (CEWP) with the FHWA and Division of Pavement Management is required.
2. Revising the aggregate gradation and adding durability index requirements for Class 3 AB.
3. Increasing the 0.50 foot maximum compacted thickness specified for a compacted layer of AB.

1. Use to allow processed glass in AB. 
Add to the list in the 1st paragraph of section 26-1.02A:
6.	Processed glass


2. Use to revise the aggregate gradation of Class 3 AB. Insert gradation and percentage passing limits.
Replace the table in the 1st paragraph of section 26-1.02C with:
	Aggregate Gradation

	Sieve sizes
	Percentage passing
________ inch maximum

	
	Operating range
	Contract compliance

	2"
	
	

	1-1/2"
	
	

	1"
	
	

	3/4"
	
	

	No. 4
	
	

	No. 30
	
	

	No. 200
	
	




3. Use to add the durability index to Class 3 AB. Insert the operating range and contract compliance requirements.
Add to the table in the 2nd paragraph of section 26-1.02C:
	Durability index (min)
	____
	____




4. Use if processed glass is allowed.
Add to section 26-1.03A:
Place AB with processed glass only where the material is to be permanently covered.

5. Insert compacted aggregate layer thickness.
Replace the 3rd sentence in the 3rd paragraph of section 26-1.03D with:
The compacted thickness of any one layer must not exceed ____ foot.

6. Use for Class 3 AB if the quantity of AB is less than 550 tons.
Add to section 26-1.04:
For Class 3 AB, the Engineer does not deduct the water weight in the aggregate from the weight of material delivered to the job site.


