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Section 27-1. Use when CTB is not used under concrete pavement.

1‑3. Use par. 1, 2, or 3 when requested by the district materials engineer.
1
Replace the 4th paragraph in section 27-1.02 with:
Aggregate for Class A CTB must be within the percentage passing limits for the sieve sizes shown in the following table:
	Aggregate Gradation

	[bookmark: _GoBack]Sieve sizes
	Percentage passing

	
	Operating range
	Contract compliance

	1"
	100
	100

	3/4"
	90‑100
	87‑100

	No. 4
	35‑55
	30‑60

	No. 30
	10‑30
	5‑35 

	No. 200
	2‑9
	0‑12 




2
Replace the 5th paragraph in section 27-1.02 with:
Aggregate for Class A CTB must comply with the quality characteristics shown in the following table:
	Aggregate Quality Characteristics

	Quality characteristic
	Requirement

	
	Operating range
	Contract compliance

	Sand equivalent (min)
	31
	28




3
Add to section 27-1.02:
The coarse aggregate material retained on the no. 4 sieve must consist of material of which at least 25 percent by weight is in crushed particles as determined by California Test 205.

4. Use if requested by District 11. Delete Para 1.
Replace the 4th paragraph in section 27-1.02 with:
Aggregate for Class A CTB must be within the percentage passing limits for the sieve sizes shown in the following table:
	Aggregate Gradation

	Sieve sizes
	Percentage passing 

	2-1/2"
	100

	No. 4
	70‑100

	No. 30
	20‑55

	No. 200
	5‑18




5. Use when existing asphalt concrete, concrete pavement or CTB is to be removed and may be reused as aggregate for CTB.
Add to the end section 27-1.02:
Existing asphalt concrete, portland cement concrete pavement, and CTB to be removed may be processed and used as aggregate for CTB. If the material is used as aggregate for CTB, the gradation must, comply with either the gradation for the class of CTB specified or to the 1-1/2-inch maximum gradation for Class 2 AB as specified section 26.

6. Add percentage of cement.
Replace Reserved in section 27-1.03A with:
The portland cement content of the CTB must be _____ percent by weight of the dry aggregate.

7. Use if Class 2 plant is allowed.
Add between the 3rd and 4th paragraphs to section 27-1.03D(2):
A Class 2 plant may be used for batch mixing material that is to be plant-mixed.

8. Specify type; otherwise delete.
Add between the 7th and 8th paragraphs of section 27-1.03E:
Spread CTB by the Type ____ method.

