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Section 28-3. Use when recommended by the DME for projects with at least 300 cu yd of RSC base.

1. Use when the DME recommends the use of a test strip.
Add to section 28-3.01C(1):
Submit aggregate samples split from samples taken during test strip construction.

Add to section 28-3.01C(3) of the RSS for section 28:
[bookmark: _Toc311465732]2
The QC plan must comply with section 40-1.01D(4) except do not include bar reinforcement, dowel bars, and tie bars.

Replace Reserved in section 28-3.01D(1)(b) of the RSS for section 28 with:
3-4. Use when the DME recommends a preconstruction meeting.

3
Preconstruction meeting attendees must sign an attendance sheet provided by the Engineer. The preconstruction meeting must be attended by your:
1.	Project superintendent
2.	Project manager
3.	QC manager
4.	RSC base placement foreman
5.	RSC base plant manager
6.	RSC base plant operator
7.	Plant inspector
8.	RSC base placement machine operators
9.	Inspectors
10.	Samplers
11.	Testers
12.	Subcontractor's workers

4
Do not start RSC base placement activities until the listed personnel have attended the preconstruction meeting.

5-11. Use when the DME recommends constructing a test strip.

5
Replace Reserved in section 28-3.01D(1)(c) of the RSS for section 28 with:
Before starting work on RSC base, complete a test strip. The test strip must demonstrate that you are capable of producing RSC base in compliance with the specifications within the specified time periods including delivery, placement, finishing, and curing times, and under similar atmospheric and temperature conditions expected during placement operations.
6
Construct test strips using the authorized mix design. Do not construct a test strip until the QC plan is authorized and until designated personnel have attended a pre-operation conference.
7
Test strip must be at least 100 feet long and the width and depth dimensions shown.
8
Place the test strip at an agreed upon location near the job site. You may use the test strip in the work if it is placed where it will not be covered during the evaluation period. Do not use test strips in the work unless authorized.
9
Within 20 minutes after RSC base delivery for the test strip, fabricate test beams. Use the beams to determine modulus of rupture values.
10
The test strip must have an opening age modulus of rupture of not less than 400 psi and a 7-day modulus of rupture of not less than 600 psi.
11
After test strip evaluation, dispose of test strip test beams. If the test strip is not used in the work, remove the test strip.

12-13. Use when recommended by the DME.

12
Replace Reserved in section 28-3.01D(2)(b) of the RSS for section 28 with:
Designate a lead QC manager to administer the QC plan and assistant QC managers. The lead QC manager must hold current ACI certification as a "Concrete Field Testing Technician-Grade I" and a "Concrete Laboratory Testing Technician-Grade II." Assistant QC managers must hold current ACI certification as a "Concrete Field Testing Technician-Grade I" and either a "Concrete Laboratory Testing Technician-Grade I" or a "Concrete Laboratory Testing Technician-Grade II." The Department qualifies the QC samplers and testers through the Independent Assurance Program (IAP) for the sampling and testing they perform.
13
The QC manager must not be a member of this project's production or placement crews, an inspector, or a tester. A QC manager must have no duties during the production and placement of RSC base except those specified. For the production period involved the QC manager must review and sign the sampling, inspection, and test reports before submittal. At least 1 QC manager must be present for:
1.	Each stage of mix design
2.	Test strip placement
3.	Production and construction of RSC base
4.	Meetings with the Engineer relating to production, placement, or testing

