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Section 39-2.05B. Use to specify any of the following for BWC-G:
1. Grade of asphalt binder
2. Requirements for a District 2 or 6 project
Do not use this SSP for BWCs using RHMA-G, HMA-O, or RHMA-O.

1–3. Use for a District 2 project.
Add to the table in the 1st paragraph of section 39-2.05B(1)(d)(ii)(B):
	Coarse durability indexd
	AASHTO T 210
	1 per 3,000 tons or 1 per paving day, whichever is greater

	Fine durability index
	AASHTO T 210
	1 per 3,000 tons or 1 per paving day, whichever is greater

	Sodium sulfate soundnesse
	AASHTO T 104
	1 per project

	dThe test is required only if the aggregate source is in Lassen, Modoc, Siskiyou, or Shasta County.
eThe test is required only if the aggregate source is in Modoc, Siskiyou, or Shasta County.




2
Replace 40 in the row for Los Angeles Rattler in the table in item 2 in the list in the 1st paragraph of section 39-2.05B(1)(d)(iii) with:
25

3
Add to the table in item 2 in the list in the 1st paragraph of section 39-2.05B(1)(d)(iii):
	Coarse durability index (Dc, min)c
	AASHTO T 210
	65

	Fine durability index (Df, min)
	AASHTO T 210
	50

	Sodium sulfate soundness (max loss, %)d
	AASHTO T 104
	25

	cThe test is required only if the aggregate source is in Lassen, Modoc, Siskiyou, or Shasta County.
dThe test is required only if the aggregate source is in Modoc, Siskiyou, or Shasta County.




4–5. Use for a District 6 project.
4
Add to the table in the 1st paragraph of section 39-2.05B(1)(d)(ii)(B):
	Coarse durability index
	AASHTO T 210
	1 per 3,000 tons or 1 per paving day, whichever is greater

	Fine durability index
	AASHTO T 210
	1 per 3,000 tons or 1 per paving day, whichever is greater




5
Add to the table in item 2 in the list in the paragraph of section 39-2.05B(1)(d)(iii):
	Coarse durability index (Dc, min)
	AASHTO T 210
	65

	Fine durability index (Df, min)
	AASHTO T 210
	50




6. Use to specify the grade of asphalt binder to be used in HMA for BWC-G. Use PG 76-22 M for Desert Region and PG 64-28 M for all other climatic regions except use PG 76-22 M on routes with 20-year equivalent single axle load (ESAL) greater than 10 million and where slow moving standing traffic is expected.
Replaced Reserved in section 39-2.05B(2)(c) with:
Asphalt binder used in HMA for BWC-G must be PG ___ M.

7–8. Use for a District 2 project.
7
Replace 40 in the row for Los Angeles Rattler in the table in the 1st paragraph of section 39-2.05B(2)(d) with:
25

8
Add to the table in the 1st paragraph of section 39-2.05B(2)(d):
	Coarse durability index (Dc, min)c
	AASHTO T 210
	65

	Fine durability index (Df, min)
	AASHTO T 210
	50

	Sodium sulfate soundness (max loss, %)d
	AASHTO T 104
	25

	cThe test is required only if the aggregate source is in Lassen, Modoc, Siskiyou, or Shasta County.
dThe test is required only if the aggregate source is in Modoc, Siskiyou, or Shasta County.




9. Use for a District 6 project.
Add to the table in item 2 in the list in the paragraph of section 39-2.05B(1)(d)(iii):
	Coarse durability index (Dc, min)
	AASHTO T 210
	65

	Fine durability index (Df, min)
	AASHTO T 210
	50



