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Section 48-3. Use if temporary supports are required for structures.

1. Use if any special requirements for foundations need to be added, including permissible loadings over box culverts or other buried structures.
Add to the end of the 5th item in the 1st paragraph of section 48-3.01C(2):
_________.

2. Use to add an additional shop drawing requirement. Insert the requirement.
Add to the list in the 1st paragraph of section 48-3.01C(2):
12.	________.

3. Use if any special requirements for multilevel structures need to be added.
Add to the end of the 2nd paragraph of section 48-3.01C(2):
________.

4. Use if more than 20 days is needed for shop drawing reviews. Review time should be from 30 to 35 days if complicated (i.e., very high, large traffic openings or heavy skews) temporary support systems are expected. For temporary supports over railroads, provide an additional 40 days review time.
Add to the end of section 48-3.01C(2):
The review time for temporary support shop drawings is as shown in the following table:
	Structure or portion of structure
	Review time, days

	
	

	
	

	
	

	
	



5. Use if construction sequence or application of temporary support jacking loads are shown. Edit to suit.
[bookmark: _GoBack]Add to section 48-3.01C(2):
You may submit proposed changes to the construction sequence and application of temporary support jacking loads shown.

6. Use if any additional fabrication or construction tolerance requirements are needed.
Add to the end of the 1st paragraph of section 48-3.01D(1):
______.

7. Use if any special requirements, such as temporary supports being supported by existing structures, need to be added.
Add to the end of the 2nd paragraph of section 48-3.01D(2):
______.

8. Use if any special requirements for loads need to be added. Define any specific loads here or on the plans; add any specific stress limitations in the existing bridge.
Add to the end of the 3rd paragraph of section 48-3.02B:
______.
9. Use if the designer allows a friction factor for spread footings on good soil. Insert the friction factor.
Add to the end of the 10th paragraph of section 48-3.02B:
You may consider the friction forces developed between the spread footings of the temporary support and the soil; use a friction factor of _____.
