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Section 60-3.03B. Use for applying methacrylate resin treatment to bridges.

1–6. Use if treatment work is performed within 100 feet of a residence, business, or public space. Add a bid item for a public safety plan.
1
Add to section 60-3.03B(1)(c):
Submit a public safety plan. Include with the submittal:
1.	Public notification letter describing the work to be performed with treatment work locations, dates and times. Include a list of addresses for delivery and posting of the letter.
2.	Airborne emissions monitoring plan. A CIH certified in comprehensive practice by the American Board of Industrial Hygiene must prepare and execute the plan. The plan must have at least 4 monitoring points, including the mixing point, application point, and point of nearest public contact.
3.	Action plan for protecting the public if airborne emissions levels exceed permissible levels.
4.	Copy of the CIH's certification.

2
Submit results from airborne emissions monitoring of the test area before starting production work.
3
Submit results from production airborne emissions monitoring as an informational submittal after completing treatment activities.

4
Add to the list in the 3rd paragraph of section 60-3.03B(1)(d):
3.	Suitability of the airborne emissions monitoring plan


5
Add to the beginning of section 60-3.03B(3):
Deliver the public notification letter to residences and businesses within 100 feet of treatment work and to local fire and police officials at least 7 days before starting treatment activities. Post the letter at the job site.
6
Monitor airborne emissions during treatment activities.

7. Use if the deck surface is removed or for exposed lightweight concrete surfaces.
[bookmark: _GoBack]Replace the 6th paragraph of section 60-3.03B(3) with:
Thoroughly mix all resin components. Apply resin to the deck within 5 minutes of mixing. The approximate application rate is 75 sq ft/gal. Resin that thickens during application is rejected.
