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[bookmark: _Toc380660277][bookmark: _Toc385858082][bookmark: _Toc395274771][bookmark: _Toc293481125][bookmark: _Toc293581625][bookmark: _Toc293585201][bookmark: _Toc293588690]Section 76-5. Use for rehabilitating existing water wells.

Replace Reserved in section 76-5 with:
76-5.01  GENERAL
[bookmark: _Toc380660279][bookmark: _Toc385858084][bookmark: _Toc395274773]76-5.01A  Summary
1
Section 76-5 includes specifications for rehabilitating existing water wells.
76-5.01B  Definitions
2
Not Used
[bookmark: _Toc380660280][bookmark: _Toc385858085][bookmark: _Toc395274774]76-5.01C  Submittals
3
[bookmark: _Toc380660281][bookmark: _Toc385858086][bookmark: _Toc395274775]Submit a work plan for cleaning the well and preliminary development of the well.
4
Submit as informational submittals:
1.	Testing log
2.	Water quality analyses
3.	Video survey

5
The testing log must be in tabulated format with the date, time, water level, equipment, and personnel.
76-5.01D  Quality Assurance
[bookmark: _Toc373751464][bookmark: _Toc379543884][bookmark: _Toc380660291][bookmark: _Toc385858096][bookmark: _Toc395274785]6
Not Used
76-5.02  MATERIALS
7
Not Used
76-5.03  CONSTRUCTION
76-5.03A  General
8
Pipe the discharged water to an authorized location where it does not cause erosion, damage to equipment or plantings, or interference with ongoing work.
76-5.03B  Sounding and Cleaning Well
9
Collect water samples for water quality analysis. Extract the existing well pump and drop pipe after collecting samples.
10
Sound the well. If material is found within 5 feet of the bottom, clean the well.
76-5.03C  Well Development
11
Perform preliminary development of the well before installing the test pump.
12
Develop the well under ANSI/AWWA A 100, appendix E, "Well Development" and the following:
1.	Pump at the design flow rate shown
2.	Develop the well until:
2.1.	Sand content average is not more than 5 mg/L for a 2-hour cycle
2.2.	Specific capacity of the well does not increase significantly

13
[bookmark: _GoBack]Measure the sand content average under ANSI/AWWA A 100, section 4.8.2, "Completing Development." Plot sand content as a function of the time and production rate.
14
Perform well development tests.
15
Sound the well before step-drawdown testing and constant rate testing. If material is found within 5 feet of the bottom well screen, clean the well again.
76-5.03D  Well Disinfection
16
Disinfect the well.
76-5.03E  Video Survey
17
Perform a video survey.
76-5.03F  Well Tests
18
Perform well tests.
76-5.03G  Water Quality Analysis
19
After the well tests are accepted, collect water samples for water quality analysis. Reset the existing well pump and drop pipe.
76-5.04  PAYMENT
20
Rehabilitate existing water well is paid for as well development.
21
The payment quantity for testing well does not include well development testing.
