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Section 83-2.04C. Use for alternative flared terminal systems. If fewer than 2 models are specified (or fewer than 3 models for federally funded projects), preparation of a FHWA Public Interest Finding is required.

Replace Reserved in section 83-2.04C with:
83-2.04C(1)  General
83-2.04C(1)(a)  Summary
1
Section 83-2.04C includes specifications for constructing alternative flared terminal systems.
83-2.04C(1)(b)  Definitions
2
Not Used
83-2.04C(1)(c)  Submittals
3
Submit a certificate of compliance for alternative flared terminal systems.
83-2.04C(1)(d)  Quality Assurance
4
Not Used
83-2.04C(2)  Materials
5
Alternative flared terminal systems must be one of the following or a Department-authorized equal:
1.	Type FLEAT terminal system. Type FLEAT terminal system must be a FLEAT-350 manufactured by Road Systems, Inc., located in Big Spring, Texas, and must include the connection components. The FLEAT-350 can be obtained from the following distributors:

	Address
	Telephone no.

	UNIVERSAL INDUSTRIAL SALES
PO BOX 699
PLEASANT GROVE UT  84062
	(801) 785-0505

	GREGORY INDUSTRIES INC
4100 13TH ST SW
CANTON OH  44708
	(330) 477-4800



2.	Type SRT terminal system. Type SRT terminal system must be an SRT-350 Slotted Rail Terminal (8-post system) manufactured by Trinity Highway Products, LLC, and must include the connection components. The SRT-350 Slotted Rail Terminal (8-post system) can be obtained from the manufacturer:

	Address
	Telephone no.

	TRINITY HIGHWAY PRODUCTS LLC
PO BOX 99
CENTERVILLE UT  84012
	(800) 772-7976



83-2.04C(3)  Construction
6
Install alternative flared terminal systems under the manufacturer's installation instructions.
7
Identify each terminal system by painting the type of terminal system in 2-inch-high, neat, black letters and figures on the backside of the rail element between system posts number 4 and 5.
8
For Type SRT terminal systems, drive the steel foundation tubes with soil plates attached with or without pilot holes, or place them in drilled holes. Backfill the space around the foundation tubes with selected earth that is free of rock. Place the earth in 4-inch-thick layers. Moisten and thoroughly compact each layer. Coat the inside surfaces of the foundation tubes to receive wood terminal posts with grease. Insert the posts into the tubes by hand. Do not drive the posts. You may slightly round the post edges to facilitate insertion.
9
[bookmark: _GoBack]For Type FLEAT terminal systems, drive the steel foundation tubes with or without pilot holes, or place them in drilled holes. Backfill the space around the foundation tubes with selected earth that is free of rock. Place the earth in 4-inch-thick layers. Moisten and thoroughly compact each layer. Coat the inside surfaces of the foundation tubes to receive wood terminal posts with grease. Insert the posts into the tubes by hand. Do not drive the posts. You may slightly round the post edges to facilitate insertion.
83-2.04C(4)  Payment
10
Not Used
