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Standard Special Provision Update
April 15, 2016

2015 SSPs used with 2015 Standard Plans:
	SSPNo
	Effective Date
	Description
	Update



	RSS
	A04-15-16
	
	Section 1-1.06.  Added the abbreviations APCD and AQMD for the new SSP 14-9.02.
Section 10-1.02. Replaced traffic element check specifications.
Section 10. Added missing section 10-2.
Section 12-3.32.  Added material and constructions specifications for PCMSs.
Section 12-4.02C(2)(a).  Clarified that the Contractor does not have access to the project in LCS after Contract acceptance but still has access to the system.
Section 16-2.03A(1). Clarified payment for signs.
Section 20-2.01C(2). Changed reference from section 86 to section 87. (Change in section number due to the 4/15/16 publication of the new 2010 and 2015 electrical division).
Section 20-2.01C(3). Changed reference from section 86 to section 87. (Change in section number due to the 4/15/16 publication of the new 2010 and 2015 electrical division).
Section 20-2.04A(4) Changed reference from section 86 to section 87, and to match test language. (Change in section number and language due to the 4/15/16 publication of the new 2010 and 2015 electrical division).
Section 20-2.04C. Changed reference from section 86 to section 87, and to delete requirement for PVC tape.  (Change in section number and requirement due to the 4/15/16 publication of the new 2010 and 2015 electrical division).
Section 20-2.06C. Changed reference from section 86 to section 87. (Change in section number due to the 4/15/16 publication of the new 2010 and 2015 electrical division).
Section 20-2.07. Revised Irrigation Conduit materials and construction headings to match new bid item.
Section 39-2.01A(1). Added submittal of a Cumb Rubber Usage Report form monthly and at the end of the project.
Section 39-2.01B(11). Added 1/2-inch dike mix to list of choices for gradations of Type A HMA. Also added the binder percent requirement for the 1/2-inch dike mix. Added the 1/2-inch dike mix gradation.
Section 39-2.01C(16). Revised to clarify the width of the corrected HMA pavement area.
Section 39-2.03A(4)(e)(ii)(C). Added crumb rubber requirements.
Section 39-2.05B(2). Revised reference in revision clause to 39-2.05B(2)(b).
Section 49. The specifications regarding reinforced concrete pile extensions was revised to be consistent with Bridge Design Aids. For 49-3.02A(4)(d)(i) the specifications were revised to clarify that gamma-gamma loggins is performed for CIDH piles that a
Section 51-1.01A. The specifications regarding reinforced concrete pile extensions were revised to be consistent with Bridge Design Aids.
Section 74. Corrected electrical references for section 87 rewrite.
Section 83-1.02B. This revision deletes a typographical error in the 2nd sentence of the 4th paragraph of the section.
Section 84-9.03. Specified the limit on pavement surface damage during the removal of traffic stripes and pavement markings in section 84-9.03B. Specified the submittal and review requirements for the proposed method of removal in section 84-9.03B. Delete
Section 86.  Replacement of Reserved section for the 2015.
Section 87.  Replacement of Reserved section for the 2015.
Section 92-1.02B. Revised requirements for crumb rubber.

	StdPln
	A04-15-16
	Standard Plans List
	Revised the Standard Plans List to coincide with 2015 Standard Plans Erratum No. 2.

	Canceled_StdPln
	A04-15-16
	Canceled Standard Plans List
	Revised the Canceled Standard Plans List to coincide with 2015 Standard Plans Erratum No. 2.

	10-1.02
	A04-15-16
	--
	Replaced loop detector paragraph. Deleted signal control paragraph.

	12-4.02C(3)(c)
	A04-15-16
	--
	Revised the instructions to include detailed descriptions of the freeway segment and added the telephone number for Foothill Transit to the table of contacts.

	12-4.02C(3)(g)
	A04-15-16
	--
	Revised the instructions to include guidelines for numbering the closure charts.

	12-4.02C(3)(h)
	A04-15-16
	--
	Revised the instructions to include guidelines for numbering the closure charts.

	12-4.02C(3)(i)
	A04-15-16
	--
	Revised the instructions to include guidelines for numbering the closure charts.

	12-4.02C(3)(j)
	A04-15-16
	--
	Revised the instructions to include guidelines for numbering the closure charts.

	12-4.02C(3)(k)
	A04-15-16
	--
	Revised the instructions to include guidelines for numbering the closure charts.

	12-4.02C(3)(l)
	A04-15-16
	--
	Revised the instructions to include guidelines for numbering the closure charts.

	12-4.02C(3)(m)
	A04-15-16
	--
	Revised the instructions to include guidelines for numbering the closure charts.

	12-4.02C(7)
	A04-15-16
	--
	Added requirement that moving lane closures cannot be used when grinding for recessed striping and recessed markers.

	14-1.02
	A04-15-16
	--
	Added ESA sign specifications that were left out of the 2015 standard specifications when the Type ESA fence specifications were moved to section 16.  Added requirements for the legibility of signs and editable messages on signs.

	14-9.02
	A04-15-16
	
	Converted NESHAP NSSP to an SSP.

	14-11.13
	A04-15-16
	--
	Ownership of the ELAP program transferred from CDPH to SWRCB.  Corrected the reference from CDPH's ELAP program to SWRCB's ELAP program.

	20-3.02C(3)
	A04-15-16
	
	Revised SSP to restore option to omit fertilizer for planting willow cuttings, and to list the varieties of native grass sod which do not require mowing.

	39-2.02
	A04-15-16
	--
	Updated instructions for paragraphs 25-28 to include paragraph 28. Deleted paragraph 29.

	49-2.01A(4)(b)
	A04-15-16
	--
	Correct format instructions.

	49-2.04B(3)
	A04-15-16
	--
	Corrected a typographical error and to comply with the style guide.

	[bookmark: _GoBack]49-3.02B(6)(c)
	A04-15-16
	--
	Corrected a typographical error and to comply with style guide.

	49-3.02C(5)
	A04-15-16
	--
	The requirements for testing the clear passage of the rigid cylinder through the inspection pipe was clarified and the contradiction for inspection pipe placement was deleted.

	51-1.01C(1)
	A04-15-16
	--
	Added requirement for the deck placement plan to include method and equipment for misting the deck immediately after finishing the concrete.

	51-1.02B
	A04-15-16
	--
	Added requirements for bridge deck concrete to include polymer fibers and shrinkage reducing admixture.

	51-1.03H
	A04-15-16
	
	Revised requirement for curing top surfaces of bridge decks with misting, the water method usign a curing medium, and curing compound.

	56-3.05
	A04-15-16
	--
	Corrected references to section 86 and 87 due to electrical rewrite.

	84-4
	A04-15-16
	
	Adding a section for audible traffic stripe system.

	86-1
	A04-15-16
	
	SSP 86-1 created for for the RSS section 86 in the 2015.

	87-1
	A04-15-16
	--
	SSP 87-1. Created from the canceled 2010 SSPs for the general construction requirements for various electrical systems' material and equipment.

	87-4.03B
	A04-15-16
	--
	SSP 87-4.03B. Created from the canceled 2010 SSP 86-3.02 in order for the Department to assemble the battery backup system.

	87-21.03C
	A04-15-16
	--
	SSP 87-21.03C. Created for modifying existing electrical systems for the new 2015 Standards.

	87-21.03D
	A04-15-16
	--
	SSP 87-21.03D.  Created for removing existing electrical system for the new 2015 Standards.

	90-1.01C
	A04-15-16
	
	Added requirements for bridge deck concrete to include polymer fibers and shrinkage reducing admixtures.

	90-1.02A
	A04-15-16
	
	Revised shrinkage limitation for bridge deck concrete from 0.045 to 0.032.

	90-1.02K
	A04-15-16
	
	Added requirements for bridge deck concrete to include polymer fibers and a shrinkage reducing admixture.



