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Section 37-2.04. Use for asphalt rubber binder chip seals.

1. Use when coarse 1/2" aggregate is specified.
Add to the end of the table in section 37-2.04A(4)(c)(v) of the RSS for section 37:
	Coarse 1/2" gradation (% passing by weight)
Sieve size:
3/4" 
1/2"
3/8"
No. 4
No. 8
No. 200
	California Test 202
	

100
75–90
0–20
0–2
--
0–1




2. Insert the grade of asphalt binder. Use:
PG 58-22 for high mountain and high desert climatic region
PG 70-10 for desert climate region
PG 64-16 for all other climatic regions
Add to section 37-2.04B(2) of the RSS for section 37:
Asphalt binder for asphalt rubber binder chip seal must be Grade ________.

3. Use for coarse 1/2" aggregate.
Add to the column Requirement in the table in the 1st paragraph in section 37-2.04B(6) of the RSS for section 37:
	Coarse
1/2"

	100

	75–90

	0–20

	0–2

	--

	0–1




4. Enter the aggregate gradation.
[bookmark: _GoBack]Add between the 2nd and 3rd paragraphs in section 37-2.04B(6) of the RSS for section 37:
Aggregate for asphalt rubber chip seal must comply with the ______ gradation.

