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Section 39-3.04. Use if time restrictions between cold planing and placing HMA are required.
1–2. Use if HMA must be placed over some cold planed areas during the same work shift as the cold planing at specific locations and the remaining HMA is not required to be placed over cold planed areas during the same work shift. 
1
Replace the 1st paragraph of the RSS for the 2nd paragraph of section 39-3.04A with:
At the locations listed below, schedule cold planing activities such that the pavement is cold planed, the HMA is placed, and the area is open to traffic during the same work shift:
1.	____
2.	____
3.	____

2. Insert the time as hours or days. The minimum is 24 hours and the maximum is 7 days.
For locations not listed above, schedule cold planing activities such that not more than ___________ elapses between the time the pavement is cold planed and the HMA is placed. Items 2 and 3 of the last paragraph of section 39-3.04C(1) do not apply.

3. Use if HMA is not required to be placed over cold planed areas during the same work shift as the cold planing. Insert the time as hours or days. The minimum is 24 hours and the maximum is 7 days.
Replace the 1st paragraph of the RSS for the 2nd paragraph of section 39-3.04A with:
[bookmark: _GoBack]Schedule cold planing activities such that not more than ___________ elapses between the time the pavement is cold planed and the HMA is placed. Items 2 and 3 of the last paragraph of section 39-3.04C(1) do not apply.

4. Insert the location where salvaged materials are to be stockpiled.
Add to the end of section 39-3.04C(3):
Salvage the planed material. Haul and stockpile planed materials at ______.


