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Use when bridges are shown on the plans to carry the materials hauling equipment loading.

10‑1.__  MATERIALS HAULING EQUIPMENT LOADING ON BRIDGES

The operation of materials hauling equipment on bridges shall conform to the provisions in Section 7‑1.02, "Load Limitations," of the Standard Specifications and these special provisions.

2*.  Edit for lane or entire bridge.  Include bridge name and number.

A designated lane has been designed for crossing of materials hauling equipment on the following bridges:

A.
__________, Bridge No.  __________

B.
__________, Bridge No.  __________

3

The Contractor will be permitted to cross the bridges listed with pneumatic-tired materials hauling equipment which exceeds the size and weight limitations specified in Section 7‑1.02, but does not exceed the load limitations given in the "Materials Hauling Equipment Loading" diagram shown on the plans.  The provisions in the last paragraph of Section 7‑1.02 concerning increase of load carrying capacity of a structure or structures shall not apply to the above listed bridges, but the provisions in Section 7‑1.02 shall apply to all other bridges to be constructed as a part of this contract.

4

The crossing of the above listed bridges with materials hauling equipment shall be in conformance with the following provisions:

A.
Each bridge roadway shall be maintained in a smooth condition free of spillage when operating equipment over the bridge.

B.
The approaches at each end of each bridge over which the equipment is to be operated shall be constructed to grades providing a smooth transition to the bridge roadway grades and shall be maintained in a smooth and uniform condition at all times during the operation of the equipment for a length of not less than 50 m measured from the bridge ends.  There shall be no local depressions in the approaches in the vicinity of the bridge ends.

C.
Equipment, either loaded or unloaded, shall be operated at all times at a speed and in a manner resulting in no jolting or bouncing of the equipment while crossing the bridge.

4D*.  Edit for lane or entire bridge.

D.
Equipment shall be confined to the materials hauling equipment lane shown on the plans by means of substantial, temporary physical barriers.

4E*.  Edit.  Check with designer on bridges over 120 m long.

E.
Only one piece of equipment may be on the bridge at one time.

5

The mass of loaded materials hauling equipment shall be verified by weighing when required by the Engineer.  Scales will be of the individual wheel or axle type as furnished by the State.  The weighing will be done within the limits of the project and within the State highway right of way at a location accessible to the equipment and suitable for weighing operations.  The exact location of the weighing shall be determined by the Contractor.

6*.  Include funds in the Engineer's Estimate under Supplemental Work for installing and maintaining scales.
The work of installing and maintaining the scales, when ordered by the Engineer, will be paid for as extra work as provided in Section 4‑1.03D of the Standard Specifications.

7*.  Edit for lane or entire bridge.

Upon completion of the Contractor's hauling operations over the bridges, the Contractor shall remove all stains from the bridge roadways, and shall leave the bridge roadways in a condition as good as when the Contractor entered upon the work, in conformance with the provisions in Section 7‑1.11, "Preservation of Property," of the Standard Specifications.

8

Equipment and methods used to clean the bridge roadway shall not damage the structure.  Any damage shall be repaired or replaced by the Contractor at the Contractor's expense.

9

Physical barriers used in connection with the materials hauling equipment lane shall be removed from the site of the work and shall be disposed of in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

10

Full compensation for conforming to the requirements of this section, including all costs involved in the weighing of loaded materials hauling equipment not otherwise provided for herein, shall be considered as included in the contract prices paid per cubic meter for the items of earthwork involved and no additional compensation will be allowed therefor.

