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Use on Toll Bridges where State forces will set up lane closures.  Add to SSP 12-010.

Lanes shall be closed only by State forces and only during the hours shown on the charts included in this section "Maintaining Traffic."  Except work required under Sections 7‑1.08 and 7‑1.09, work that interferes with public traffic shall be performed only during the hours shown for lane closures.

2

The full width of the traveled way shall be open for use by public traffic when construction operations are not actively in progress.

3

The Contractor's equipment and materials shall not remain in a lane except when the lane is closed to traffic and the lane is being used for contract operations.

4

Lane closure procedures shall conform to the following requirements:

4A*.  Indicate the name of bridge.

A.
The State will furnish, locate and remove all signs, barricades, traffic cones, flag trees, and other devices required for lane closures at no cost to the Contractor.  Bidders may examine the "Lane Closure Plan" at the Administration Building for the _________________ Bridge which indicates the signs, barricades, traffic cones, and flag trees which will be furnished, located and removed by State forces.

B.
The time required for State forces to furnish, locate and remove all traffic devices for lane closures, as provided above, is included within the time periods when lane closures are permitted. 

C.
The Contractor shall maintain, at the Contractor's expense, all State-furnished signs, barricades, traffic cones, flag trees, and other traffic devices in the immediate work area.

D.
For night lane closures, the Contractor shall furnish, locate and, when no longer required, remove either a truck-mounted or trailer-mounted flashing arrow sign.  The flashing arrow sign shall be located approximately 15 m in advance of each of the Contractor's work areas.

5

If a lane is closed for construction operations in conformance with the provisions of this section and it becomes necessary to clear the lane for use by public traffic due to congested conditions or for any other reason as determined by the Engineer, the Contractor shall immediately, upon notice from the Engineer, stop active contract operations and commence clearing the lane.

6

If the Contractor is ordered to clear a lane in conformance with these special provisions or there is a delay by the State in closing a lane to traffic and the Contractor is unable to begin work at the scheduled time, the Contractor will be compensated for the cost of this interruption to the Contractor's work as follows:

A.
The Contractor will be granted an extension of time commensurate with the delay in conformance with the provisions in Section 8‑1.07, "Liquidated Damages," of the Standard Specifications.

B.
The Contractor will be compensated for the idle time of workers and equipment and the extra moving of equipment in conformance with the provisions in Section 8‑1.09, "Right of Way Delays," of the Standard Specifications.
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The Contractor's vehicles will be subject to the provisions of Chapter 13, "Vehicular Crossings," of the Vehicle Code.
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No lane closures shall be made when the atmospheric visibility is less than 300 m.

 9

The provisions in this section will not relieve the Contractor of the responsibility to provide additional devices or take measures as may be necessary in conformance with the provisions in Section 7‑1.09, "Public Safety," of the Standard Specifications.

