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Use when a connection is required between Temporary Railing (Type K) and Type 50 Concrete Barrier.

Refer to Standard Plan T5.

Add to SSP 12-410.

Temporary terminal section (Type K) for connecting temporary railing (Type K) to Type 50 concrete barrier shall consist of either new or undamaged used precast units, as shown on the plans.  Fabricating, placing, painting, and removing the units shall conform to the provisions specified for temporary railing (Type K).

2

Closure plate for the temporary terminal section (Type K) shall be of a good commercial quality steel shaped to conform to cross section of the barriers.  Mechanical expansion anchors for connecting closure plate to railings shall conform to the provisions specified for concrete anchorage devices in Section 75‑1.03, "Miscellaneous Bridge Metal," of the Standard Specifications.

3

Temporary terminal section (Type K) will be measured by the unit from actual count in place.

4

The contract unit price paid for temporary terminal section (Type K) shall include full compensation for furnishing all labor, materials (including reinforcement and concrete anchorage devices), tools, equipment, and incidentals, and for doing all the work involved in furnishing, placing, maintaining, repairing, replacing, and removing temporary terminal section (Type K), complete in place, including excavation, backfill, grout and concrete, and connecting to concrete barrier, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

