15-400_A07-30-99


 XE "15-400_A07-30-99" 
Page 1 of 1
Use when applicable.  Add to SSP 15-010.

Use SSPs S8-M40 & S8-M41.

MODIFY SIGN PANEL

Existing sign panels, at the locations shown on the plans, shall be modified in conformance with these special provisions.

2

Modify sign panel shall consist of installing reflex reflectors to the legend, borders, shields, and symbols of the sign panels shown on the plans.

3

Adhesive and reflex reflectors for modifying sign panels shall conform to the provisions under "Adhesive for Bonding Reflex Reflectors to Porcelain Enamel Traffic Signs" and "Reflex Reflectors" of these special provisions.

4

Sign panels to which the reflex reflectors are to be installed shall be cleaned by scrubbing with a cleanser on a moistened applicator.  Excessive cleanser shall be removed by wiping with a clean dry cloth.

5

The spacing between the installed reflex reflectors shall be one-half the diameter of the reflector.  The reflectors shall be centered on the stroke of the legend and border and shall be installed on shields and symbols so that the edge of the reflectors are flush with the edge of the shield or symbol.  The spacing for letters and digits shall be adjusted so that reflex reflectors are installed at angle points and within 6 mm of the beginning and end of each letter or digit so that the sign message is well defined.  The spacing for borders, symbols, and shields shall be adjusted so that reflex reflectors are not installed over rivets, bolt heads or seams between sign panels.  The actual spacing for the reflex reflectors shall not vary more than 6 mm from the planned spacing.

6

The approximate number of reflex reflectors to be installed on legends, borders, shields, and symbols is shown on the plans.

7

Adhesive shall be applied to the sign panels or to the backs of the reflex reflectors at an approximate rate of 0.4‑g per button, the exact rate to be determined by the Engineer, so that when the reflectors are pressed into position with a rotary motion, the adhesive will flow to form a thin uniform coating between the reflector and the sign panel with no air pockets or excessive bead.  The reflex reflector shall not move after placing.

8

The adhesive shall not remain exposed on the sign panel or reflex reflector for longer than 2 minutes before the reflector is installed in place.

 9

The quantity of modify sign panel will be determined as units from actual count.

