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Use when recycled water is used.  Add to SSP 20–700.

Use with SSP 20‑870, “Recycled Water Warning Signs”.

Some water districts require purple pipe only.  If this is the case edit Paras 1,  2 and 3.

Recycled Water Supply Lines

New and exposed recycled water supply lines shall be marked with a permanently affixed purple warning tape bearing the continuous wording "CAUTION RECYCLED WATER."  The tape shall be wrapped around the supply lines in a manner that produces a uniform and smooth fit, free of irregularities.
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At the Contractor's option, purple colored polyvinyl chloride (PVC) supply lines may be used for recycled water supply lines in place of standard PVC supply line with affixed purple warning tape.  Purple colored PVC supply lines shall conform to the following:

A.
Pipe shall be made of PVC 1120 with the minimum pressure ratings (PR) shown on the plans.

B.
Pipe shall conform to the requirements in one of the following Standards:  ASTM Designation:  D 1785, ASTM Designation:  D 3139 and ASTM Designation:  D 2241 or ASTM Designation:  D 2672.

C.
Pipe shall have permanent wording "CAUTION RECYCLED WATER" in 2 rows, approximately 180 degrees apart, in the longitudinal direction of the pipe.  The warning message shall be repeated every 600 mm continuously along the pipe.

3.  Use Para 3 when recycled water is used AND the pipe supply lines are designated in the Engineers Estimate.

Delete Para 3 when Highway Planting/Irrigation System Cost Break-Down is used in SSP 20‑201 or 20‑202.  Do not show purple striping tape in Cost Break-Down.

Full compensation for furnishing and installing permanently affixed purple striping tape on recycled water supply lines shall be considered as included in the contract prices paid per meter for the various sizes and types of pipe supply line involved and no separate payment will be made therefor.

