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Use when applicable.  Add to SSP 20-600.

This SSP may be modified by adding provisions for other components, such as pressure regulators or flow meters.  A detail for the Valve Assembly Unit shall be added to the plans.

1*.  Delete 18 mm hose, if not required.

VALVE ASSEMBLY UNIT

A valve assembly unit shall consist of an electric remote control valve, wye strainer, garden valve, 18 mm hose, valve box, wire mesh and gravel or crushed rock as shown on plans.

2

Electric remote control valves shall conform to the provisions in "Electric Automatic Irrigation Components" of these special provisions.

3*.  Edit for size of strainer if 213 µm is not required.

The stainless steel strainer for the wye strainer shall be 213 µm size mesh.  Wye strainers shall be installed on the upstream side of the electric remote control valves unless otherwise shown on the plans.

Use Para 4 or Para 5, but not both.

4.  

When the garden valve is opened, the discharge shall be up and out of the valve box.
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The garden valve shall have a one m by 18 mm diameter garden hose attached with a 20‑mm internal pipe size (IPS) female fitting.

6

Pipe used for valve assembly units shall be Schedule 80 polyvinyl chloride (PVC) and shall conform to the provisions in Section 20‑2.15, "Pipe," of the Standard Specifications.  Fittings shall be injection molded polyvinyl chloride (PVC), Schedule 80, conforming to the requirements in ASTM Designation: D 2467.
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The quantity of valve assembly units will be measured by the unit as determined from actual count in place.

8

The contract unit price paid for valve assembly unit shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in constructing the valve assembly units, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

