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Use for treated 400 kN bearing piles.

Verify that the use of timber treatment is in accordance with Fish and Game requirements.  Check project permits prior to final editing; some treatments may not be allowed.

1*.  Use 'UC5B (dual treatment)' for piles in seawater in San Francisco Bay and southward, 'UC5A' for piles in seawater north of San Francisco Bay, and 'UC4C' for all other treated piles.  Use 'Commodity Spec E' for UC4C piling, and use 'Commodity Spec G' for UC5A and UC5B piling.

TIMBER PILING

Timber piles shall be treated in conformance with AWPA. Use Category System:    UC5B (dual treatment),    UC5A,    UC4C,    Commodity Specification       E     G.

2.  Use only when 'UC5B' is specified and any or all of the pile heads will be embedded in concrete.  If all pile heads are embedded in concrete, delete item B.

After the piles have been driven and cut off to the proper elevation, the heads of treated piles shall be treated as follows:

A.
Heads that will be embedded in concrete shall be field treated by heavy applications of creosote which shall be applied until visible evidence of further penetration has ceased, followed by sealing the end surface of the piles with a heavy application of coal-tar pitch or other sealer.

B.
Heads that will not be embedded in concrete shall be treated in conformance with the provisions in Section 49‑2.04, "Treatment of Pile Heads," of the Standard Specifications.

