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Use in all projects requiring reinforcement.

10‑1.__  REINFORCEMENT

Reinforcement shall conform to the provisions in Section 52, "Reinforcement," of the Standard Specifications and these special provisions.
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The Department's mechanical splices prequalified list can be found at the following internet site:

http://www.dot.ca.gov/hq/esc/approved_products_list/
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The provisions of "Welding Quality Control" of these special provisions shall not apply to resistance butt welding.

4*. Add description of any other type of reinforcement where it is desired to have an ultimate splice, but where removal of the samples from the completed lots is not required.  A typical situation may be where CIDH  piles are constructed under slurry, and it is not feasible to erect the cage full height, or CIP piles are constructed under limited overhead clearance (provided the designer has not included sacrificial bars into the design for either of these situations).  Also, add said description ONLY when approved by both the Divisions of Structure Design and Structure Construction.

At the option of the Contractor, sample splices for           shall be either 1) removed from the completed lot, or 2) prepared in the same manner as specified in Section 52‑1.08 "Splicing," of the Standard Specifications for ultimate prequalification sample splices and control bars.

5*. Use only when the plans show splicing of new reinforcement to existing reinforcement

When joining new reinforcing bars to existing reinforcement, sample splices shall be made using only the deformation pattern of the new reinforcement to be spliced.

6*.  Use when 1) CIDH pile shafts which are likely to be constructed under slurry will be used on the project, and it is not feasible to erect the cage full height; or 2) CIP piles are constructed under limited overhead clearance conditions.  Also, use ONLY when approved by both the Divisions of Structure Design and Structure Construction.  Add appropriate description and location for said splices.

At the option of the Contractor, any splices at the locations listed below may be encased in concrete prior to having the QCM review, approve, and forward each Production Test Report to the Engineer.  Should the Contractor exercise this option, it is expressly understood that the Contractor will not be relieved of the Contractor's responsibility for incorporating material in the work that conforms to the requirements of the plans and specifications.  Material not conforming to these requirements will be subject to rejection.

A.
_____________________

B.
_____________________

C.
_____________________

7.  Use when pinned column-footing connections or when stacked bond masonry block sound walls are shown on the plans.  Make sure the plans show these connections to be galvanized.  Add SSP 52‑680.

Reinforcement shown on the plans to be galvanized shall be galvanized in conformance with the provisions in Section 75‑1.05,"Galvanizing," of the Standard Specifications.

