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10‑1.__  TIMBER CATWALK

Timber catwalk consisting of a walkway of two 76 mm x 305 mm planks bolted to steel supports shall be constructed in conformance with the details shown on the plans and the provisions in Section 57, "Timber Structures," of the Standard Specifications and these special provisions.

2

Timber planks shall be untreated Douglas fir Dense No. 1, rough sawn on top, optional surfaced on bottom.

3

Steel surfaces that will be covered by timber shall be painted the full number of applications specified prior to placing timber.  Painting of timber planks will not be required.

4

Cable handrail for timber catwalks shall conform to the following requirements:

4A*.  Revise data when other sizes shown.  Delete when cable not used.  Check specifications for other handrail.

A.
Cable shall be wire rope with a minimum diameter of 12.7 mm and a minimum breaking strength of at least 3.4 tonne.  Cable shall be galvanized with Class A galvanizing conforming to the requirements in ASTM Designation:  A 603.

B.
Turnbuckles, U‑bolts, and thimbles shall be commercial quality.  Turnbuckles shall have jaw or eye ends as shown on the plans.  Turnbuckles and U‑bolts shall have a minimum breaking strength of 3.4 tonne.  At the option of the Contractor, turnbuckles may be steel pipe type or drop forged steel.

C.
Cable clamps and other required fittings shall be commercial quality steel, malleable iron or wrought iron.

D.
The cables shall be tensioned to provide taut railings between supports.

E.
Hardware, nuts and bolts, turnbuckles, U‑bolts, cable clamps, and other fittings shall be galvanized in conformance with the provisions in Section 75‑1.05, "Galvanizing," of the Standard Specifications.

5*.  Edit to suit project.  Add special clauses to SSP 55-800 if required.

Steel brackets, stiffeners, supports, pipe or cable handrail, and other fittings attached to the steel bridge superstructure will be paid for as provided in "Steel Structures" of these special provisions.

6*.  Edit to suit project.

The contract price paid per meter for timber catwalk shall include full compensation for furnishing all labor, materials (including hardware and structural metal required for timber catwalk construction), tools, equipment, and incidentals, and for doing all the work involved in constructing a finished timber catwalk, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

