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Use when gates are to be installed in EXISTING fence.  Note:  NEW gates in NEW fencing are covered by Standard Specifications.

Use Standard Plan A85.

1*.  Edit if chain link fencing is to be included with chain link gates.

10‑1.__  CHAIN LINK WALK GATE

Chain link walk gates shall be Type CL‑1.8 conforming to the provisions in Section 80, "Fences," of the Standard Specifications and these special provisions.

2

Gates shall be installed in existing fences at the locations shown on the plans.  Gate installations shall be complete with gate post, latch post, concrete footings, braces, truss rods, and hardware.  Gate and latch posts shall be braced to the next existing line post as shown on the plans.

3

At each gate location, an existing line post shall be removed and the new gate installed so that the gate is centered on the post hole of the removed post.  Holes resulting from the removal of line posts shall be backfilled.

4

Gate mounting and latching hardware shall not contain open-end slots for the fastening bolts.

5

Chain link fabric for gates shall be of the same mesh size as the existing fence in which the gates are installed.

6

Openings made in existing fences for installation of gates shall be closed during the working day in which the openings are made and when work is not in progress.  Temporary closures shall be made with the existing fence fabric or with additional 1.83‑m chain link fabric as directed by the Engineer.

7

Full compensation for making the openings in existing fences, for temporary closing of the openings (including furnishing additional fence fabric if necessary), and for new posts, footings, hardware, braces, and truss rods shall be considered as included in the contract unit price paid for 1.2‑m chain link gate (Type CL‑1.8) and no additional compensation will be allowed therefor.

