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1.  Use Paras 1 & 2 for Highway Construction projects and add to Section 10–1.  Delete Para 3 when Paras 1 & 2 are used.

10‑1.__  TRANSPLANT TREES

Transplanting trees shall conform to the provisions in Section 20‑4, "Highway Planting," of the Standard Specifications and these special provisions.

2*.  Edit as required to fit the project.  Delete Para 2 when Para 4 is used.

Trees to be transplanted shall be removed and either stored or transplanted to their new locations shown on the plans prior to performing other work within the location of the trees.

3.  Use for Highway Planting projects and add to SSP 20-250 in Section 10–2.  Delete Paras 1 & 2 when Para 3 is used.

TRANSPLANT TREES

Trees to be transplanted shall be removed and stored or transplanted to the locations shown on the plans in conformance with the provisions in Section 20‑4, "Highway Planting," of the Standard Specifications and these special provisions.

4

When the trees are removed and the work within the areas to which the trees are to be transplanted is not completed to the stage at which the trees can be planted, the trees shall be stored and maintained until transplanting can be completed.  In other cases, the trees shall be planted at the new locations the same day the trees are removed.

5

Trees to be transplanted shall be pruned just prior to removing the trees.  Pruning of trees to be transplanted shall include removal of broken or bruised branches 25 mm or larger in diameter, deadwood, and suckers.  Pruning shall be in conformance with the provisions in Section 20‑4.055, "Pruning," of the Standard Specifications.  Tree seal compounds shall not be used to cover pruning cuts.

6

Removed pruned materials shall be disposed of in conformance with the provisions in Section 7‑l.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.  At the Contractor's option and expense, prunings may be reduced to chips.  Chipped materials shall be spread within the highway right of way at those locations designated by the Engineer.

7

The Contractor shall determine the methods to be used to transplant trees, including removing, transporting, storing if required, planting, guying, and maintaining the trees.  The Contractor shall submit a proposed plan for this work, in writing, to the Engineer prior to the start of the work.  The proposed plan shall include, but not necessarily be limited to, root ball size, method of root ball containment, and maintenance programs for each tree to be transplanted.

8

When trees are planted, a root stimulant, approved by the Engineer, shall be applied to the roots of each tree in conformance with the printed instructions of the root stimulant manufacturer.  A copy of the instructions shall be furnished to the Engineer before applying any stimulant.  Root stimulant to be used shall be submitted to the Engineer not less than 2 weeks prior to the stimulant's intended use.  Root stimulants not approved by the Engineer shall not be used.

9

Holes resulting from the removal of transplanted trees shall be backfilled the same day the trees are removed.  Soil from the surrounding area may be used to backfill these holes.  The backfill shall be graded to conform with the adjacent existing grade.

10

Watering basins shall be constructed around each transplanted tree.

11*.  Edit as required for working days.  Delete Para 12 when Para 11 is used.

Trees to be transplanted shall be maintained from the time the trees are removed to the time of acceptance of the contract, provided however, that the contract will not be accepted unless the trees have been satisfactorily maintained for at least ___ working days after transplanting has been completed.  The trees shall be watered and fertilized as necessary to maintain the trees in a healthy condition.  Trash, debris and weeds within basins, including the basin walls, shall be removed and disposed of in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.  Weeds shall be removed before the weeds exceed 50 mm in length.  Pesticides to be used for weed control shall be submitted to the Engineer not less than 2 weeks prior to their intended use.  Pesticides not approved by the Engineer shall not be used.

12.  Use when this SSP is inserted in Section 10‑2 and SSP 20-550 is used.  Delete Para 11 when Para 12 is used.

Trees to be transplanted shall be maintained from the time the trees are removed to the time of acceptance of the contract.  The trees shall be watered and fertilized as necessary to maintain the trees in a healthy condition.  Trash, debris and weeds within basins, including the basin walls, shall be removed and disposed of in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.  Weeds shall be removed before the weeds exceed 50 mm in length.  Pesticides to be used for weed control shall be submitted to the Engineer not less than 2 weeks prior to the intended use.  Pesticides not approved by the Engineer shall not be used.

13*.  Edit for the number of replacement plants.

The provisions in Section 20‑4.07, "Replacement," of  the Standard Specifications for the replacement of unsuitable plants shall apply to transplanted trees.  The replacement tree for each unsuitable transplanted tree shall be the same size and species as the tree being replaced, except  _____ No. 15 container size trees shall be planted instead of one tree of the size originally transplanted.  The No. 15 container size trees shall be planted in individual plant holes at the locations designated by the Engineer within the area of the tree being replaced.  Removed unsuitable transplanted trees shall be disposed of in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.  At the option of the Contractor, removed trees may be reduced to chips.  The chipped material shall be spread within the highway right of way at locations designated by the Engineer.

14*.  Edit if paid for on a lump sum basis.

The quantity of transplant trees will be measured by the unit as determined from actual count in place, excluding additional replacement trees.

15*.  Edit for lump sum price if required.

The contract unit price paid for transplant tree shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in transplanting trees, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

