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Add to SSP 20-600.

DO NOT use ball valves at Irrigation Crossovers.

BALL VALVES

Ball valves shall be furnished and installed as shown on the plans and in conformance with these special provisions.

2.  Use for  PVC ball valves and delete Para 3.

Ball valves shall be manufactured from Chlorinated Polyvinyl Chloride (CPVC) or polyvinyl chloride (PVC) and shall conform to the following:
Specification
Minimum Requirement

Non-shock cold water working pressure
for 20 mm - 100 mm valves
1623 kPa

Non-shock cold water working pressure
for 150 mm valves
1034 kPa

Seats
PTFE (Teflon)

O-Ring Seals
EPDM or Viton

3.  Use for  brass ball valves and delete Para 2.

Ball valves shall have a two‑piece brass or bronze body, full port opening, and shall conform to the following:

Specification
Minimum Requirement

Non-shock cold water working pressure
2760 kPa

Seats
TFE (Teflon)

O-Ring Seals
TFE (Teflon)

4

Ball valves shall be of the same size as the pipeline which the valves serve, unless otherwise noted on the plans.

5

Ball valves shall be installed in a valve box.

Delete Paras 6 & 7 when Irrigation System Cost Break-Down is used in SSP 20-201 or 20-202.  Include "Ball Valve" in the Cost Break-Down SSP.

6.  Use Paras 6 & 7 when ball valves are paid for as separate contract item.  
The quantity of ball valves will be measured by the unit as determined from actual count in place.

7

The contract unit price paid for ball valve shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in ball valve, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

