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Use for all steel railing except chain link railing and other railing types covered by individual special provisions.

1*.  Use name shown on the plans and in estimate, except type or size omitted.  Name on plans shall agree with estimate.

10‑1.__  METAL BRIDGE RAILING

Metal railing, steel bridge railing, steel bridge picket railing, metal tube bridge railing, handrailing, pipe handrailing, and tubular handrailing shall conform to the provisions in Section 83‑1, "Railings," of the Standard Specifications.

Paras 2 thru 4,  use with Type 80SW concrete barrier railing.
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Resin capsule anchors shall conform to Section 75‑1.03, "Miscellaneous Bridge Metal," of the Standard Specifications.  Mortar for the mortar pad shown on the plans shall conform to Section 51‑1.135, "Mortar," of the Standard Specifications.
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Drilling and bonding threaded rods shall conform to the details shown in the plans, the provisions in Section 83‑2.02D(1), "General," of the Standard Specifications, and these special provisions.  Threaded rods shall conform to Section 75‑1.03, "Miscellaneous Bridge Metal," of the Standard Specifications.
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Full compensation for furnishing and installing resin capsule anchors, for furnishing threaded rods, base plates, and associated hardware, for constructing the mortar pad, and for drilling holes and bonding threaded rods, shall be considered as included in the contract price paid per meter for tubular handrailing, and no separate payment will be allowed therefor.

