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USE WITH 2004 STANDARD PLANS ONLY.

Use in ALL projects.

Include 2004 Standard Plans S93, S94, and S95 as needed.

Include SSP S8-M03 and SSP 56-800.

Include SSP 56-840 and SSP 56-850 for stationary mounted construction area signs as needed.

Include a lump sum contract item for Construction Area Signs, except when the only Construction Area Signs required for the project are for traffic control system for lane closure.

10‑1.__  CONSTRUCTION AREA SIGNS

Construction area signs shall be furnished, installed, maintained, and removed when no longer required in conformance with the provisions in Section 12, "Construction Area Traffic Control Devices," of the Standard Specifications and these special provisions.
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Attention is directed to the provisions in "Prequalified and Tested Signing and Delineation Materials" of these special provisions.  Sign substrates for stationary mounted construction area signs may be fabricated from fiberglass reinforced plastic.  Type II retroreflective sheeting shall not be used on construction area sign panels.  Type III, IV, VII, VIII, or IX retroreflective sheeting shall be used for stationary mounted construction area sign panels.

3.  Use only if SSP 05-000, "Construction Project Information Signs," is used

Attention is directed to "Construction Project Information Signs" of these special provisions regarding the number and type of construction project information signs to be furnished, erected, maintained, and removed and disposed of.

4.  Use when construction area signs need to be fluorescent orange in color.

Construction area signs shall be fluorescent orange in color.
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Repair to construction area sign panels will not be allowed, except when approved by the Engineer.  Sign panels exhibiting a significant color difference between daytime and nighttime shall be immediately replaced at the Contractor's expenses.
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The Contractor shall notify the appropriate regional notification center for operators of subsurface installations at least 2 working days, but not more than 14 calendar days, prior to commencing excavation for construction area sign posts.  The regional notification centers include, but are not limited to, the following:

Notification Center
Telephone Number

Underground Service Alert‑Northern California (USA)
1-800-642‑2444

1-800-227‑2600

Underground Service Alert‑Southern California (USA)
1-800-422-4133
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Excavations required to install construction area signs shall be performed by hand methods without the use of power equipment, except that power equipment may be used if it is determined there are no utility facilities in the area of the proposed post holes.  The post hole diameter, if backfilled with portland cement concrete, shall be at least 100 mm greater than the major dimension of the post.
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Construction area signs placed within 4.6 m from the edge of the travel way shall be mounted on stationary mounted sign supports as specified in "Construction Area Traffic Control Devices" of these special provisions.
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The Contractor may be required to cover certain signs during the progress of the work.  Signs that are no longer required or that convey inaccurate information to the public shall be immediately covered or removed, or the information shall be corrected.  Covers for construction area signs shall be of sufficient size and density to completely block out the complete face of the signs.  The retroreflective face of the covered signs shall not be visible either during the day or at night.  Covers shall be fastened securely so that the signs remain covered during inclement weather.  Covers shall be replaced when they no longer cover the signs properly.

