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Use with 2004 Standard Plan A77L4.

Use when Terminal System (Type CAT) is included in the project.  Add to SSP 83-010.

TERMINAL SYSTEM (TYPE CAT)

Terminal system (Type CAT) and terminal system (Type CAT) backup shall be furnished and installed as shown on the plans and in conformance with these special provisions.

2

Terminal system (Type CAT) shall be a CAT‑350 Crash Cushion Attenuating Terminal as manufactured by Trinity Industries, Inc., and shall include items detailed for terminal system (Type CAT) shown on the plans.

3

Terminal system (Type CAT) backup shall consist of items detailed for terminal system (Type CAT) backup shown on the plans, and shall conform to the provisions in Section 83‑1.02B, "Metal Beam Guard Railing," of the Standard Specifications.

Paras 4 & 5.  The price quoted for the 9.5 m terminal system includes all wood posts and rail elements required within the pay limits.  For price quotation and price expiration date, refer to the price information memo available on the DESOE internet website at: http://www.dot.ca.gov/hq/esc/oe/conststand.html.

4*

Excluding the terminal system (Type CAT) backup, arrangements have been made to ensure that any successful bidder can obtain the CAT‑350 Crash Cushion Attenuating Terminal from the manufacturer, Trinity Industries, Inc., P.O. Box 99, 950 West 400S, Centerville, UT  84014, Telephone 1‑800‑772‑7976.  The price quoted by the manufacturer for the CAT‑350 Crash Cushion Attenuating Terminal, FOB Centerville, Utah is $________, not including sales tax.

5*

The above price will be firm for orders placed on or before ______________, provided delivery is accepted within 90 days after the order is placed.

6

The Contractor shall provide the Engineer with a Certificate of Compliance from the manufacturer in conformance with the provisions in Section 6‑1.07, "Certificates of Compliance," of the Standard Specifications.  The Certificate of Compliance shall certify that the terminal system (Type CAT) conforms with the contract plans and specifications, conforms to the prequalified design and material requirements, and was manufactured in conformance with the approved quality control program.
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The terminal system (Type CAT) shall be installed in conformance with the manufacturer's installation instructions and these requirements.  The steel foundation tubes with soil plates attached shall be, at the Contractor's option,  either driven, with or without pilot holes, or placed in drilled holes.  Space around the steel foundation tubes shall be backfilled with selected earth, free of rock, placed in layers approximately 100 mm thick and each layer shall be moistened and thoroughly compacted.  Wood posts shall be inserted into the steel foundation tubes by hand.  Before the wood posts are inserted, the inside surfaces of the steel foundation tubes to receive the wood posts shall be coated with a grease which will not melt or run at a temperature of 65°C or less.  The edges of the wood posts may be slightly rounded to facilitate insertion of the post into the steel foundation tubes.

8

Surplus excavated material remaining after the terminal system (Type CAT) and backup have been constructed shall be disposed of in a uniform manner along the adjacent roadway where designated by the Engineer.
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The contract unit price paid for terminal system (Type CAT) backup shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in furnishing and installing terminal system (Type CAT) backup, complete in place, including excavation, backfill, and disposal of surplus material, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

