Hot Mix Asphalt

Standard Special Provision Update

November 16, 2007

1999 SSPs used with 2004 Standard Plans:

HMA Guidance, approved 11-16-07.  Revised to reflect requirements in effect after 11-01-07.

The following SSPs are deleted from the HMA folder.  They have been relocated to their repective SSP folders without the "H" designation.  Approved on 11-16-07.
S5-230H, Compensation Adjustments for Price Index Fluctuations
S5-231H, Compensation Adjustments for Price Index Fluctuations
S5-232H, Compensation Adjustments for Price Index Fluctuations
S5-236H, Compensation Adjustments for Price Index Fluctuations
S8-M03H, Prequalified and Tested Signing and Delineation Materials
S8-M25H, Slag Aggregate
05-050H, Miscellaneous Clauses For Order of Work
05-080H, Miscellaneous Clauses For Order of Work
07-345H, Water Pollution Control
07-346H, Construction Site Management
07-405H, Temporary Concrete Washout Facility
07-406H, Temporary Concrete Washout (Portable)
07-490H, Temporary Drainage Inlet Protection
12-150H, Pedestrian Access Facilities Clauses
12-320H, Temporary Pavement Delineation
15-240H, Remove Pavement Marker
15-540H, Adjust Inlet
15-670H, Cold Plane Asphalt Concrete Pavement
19-040H, Remove Unsound Concrete
20-180H, Maintenance Vehicle Pullout
20-660H, Open Trenches In Existing Surfacing
20-680H, Irrigation Crossovers (Open Trench)
37-020H, Hot-Applied Seal Coat (Polymer Modified Asphalt)
37-030H, Asphalt-Rubber Seal Coat
37-040H, Parking Area Seal Coat
39-250H, Asphalt Concrete
39-251H, Soil Treatment
39-500H, Asphalt Concrete
39-600H, Asphalt Concrete
40-010H, Concrete Pavement

40-015H, Retrofit Existing Concrete Pavement with Dowel Bars at Transverse Joints
40-020H, Replace Concrete Pavement (Rapid Strength Concrete)
41-250H, Crack Existing Concrete Pavement
41-300H, Pavement Transition Tapers
51-520H, Precast Prestressed Concrete Slabs 

54-120H, Deck Seal
69-030H, Overside Drain
70-600H, Inlet depressions
86-420H, Detectors
86-421H, Preformed Inductive Loops
