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CRACK TREATMENT DETAIL

CRACK TREATMENT

AC CRACK TREATMENT

AC CRACK TREATMENT

MAINLINE

LIMIT OF SEAL JOINTS

LIMIT OF CRACK TREATMENT

SEAL JOINT AND CRACK TREATMENT DETAIL

SEAL JOINT (EXISTING CONCRETE PAVEMENT)

1.  CRACK TREATMENT FOR CONCRETE PAVEMENT SHALL BE PERFORMED AFTER

   THE CONCRETE PAVEMENT SURFACE HAS BEEN GRINDED.
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2.  MATCH EXISTING PCC SLAB THICKNESS.

3.  THE OUTLINE OF THE CONCRETE TO BE REMOVED SHALL BE SAWCUT FULL DEPTH.

4.  CONCRETE PAVEMENT SHALL BE REMOVED BY NON-IMPACT METHODS.

1.  EXISTING UTILITY FACILITIES HAVE NOT BEEN PLOTTED ON THESE PLANS.
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"L" VARIES

 SEE SUMMARY

OF QUANTITIES
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NEW SAWCUTS TO ALIGN

WITH EXISTING PATTERN
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T
H

EXISTING JOINTS

RAPID STRENGTH CONCRETE SLAB

SHALL BE FINISHED FLUSH 

WITH THE Exist ADJACENT

SURFACES ON ALL SIDES/JOINTS.

MATCH Exist ADJACENT 

PCC SLAB THICKNESS

           "L" 

DAMAGED CTB TO BE 

REMOVED AND REPLACED

WITH RAPID STRENGTH

CONCRETE, AS DIRECTED

BY THE ENGINEER.

Shld

Shld

Exist 0.35’ CTB

0.67’ PCC

REPLACE CONCRETE PAVEMENT

TYPICAL PCC SLAB REPLACEMENT DETAIL

LANE #1

NORTHBOUND

LANE #1

SOUTHBOUND
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SAWCUT ALL SIDES OF REPAIR

AREA, ALIGN WITH EXISTING

SAWCUT PATTERN

12’
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